





021-87700210

Servo Motors ¢ Motor Data 8MSAS5
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Figure 26: Characteristic curve for S8MSA5L.dd-eeff-1
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Figure 27: Characteristic curve for SMSA5X.dd-eeff-1

Figure 28: Characteristic curve for SMSA5E.dd-eeff-1
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Servo Motors ¢ Motor Data 8MSAS5

1.8.3 Dimensions

EnDat Feedback Resolver Feedback Extension of Dimension K, depending on the Motor Option [mm] i)
Reinforced
Model Number Ko L M Model Number Ko L M Holding Brake Oil Seal A Side Bearing
8MSAS5S.Ex-eeff-1 205 8MSAS5S.R0-eeff-1 186
8MSA5M.Ex-eeff-1 239 8MSASM.R0-eeff-1| 220
8MSA5L.Ex-eeff-1 256 65 26 8MSA5L.RO-eeff-1 237 46 20 43 Approx. 10 35
8MSAS5X.Ex-eeff-1 290 8MSA5X.R0-eeff-1 27
8MSASE.Ex-eeff-1 324 8MSASE.R0-eeff-1 305
Section Detail A- A Possible Connection Directions
31
I
e
A—> NN
/ ) @ -
M
o\%%
g N ~
3 & 2
Q ‘(ll (=]
67&0
\\ -~ @ ©
(11 L |4xe12
50 . Ko 142x142
I
i
A—
A Side Flange Detail (standard bearing) Detail A Side Flange Detail (option "reinforced A side bearing") Detail
22
20 o ] 4 177 Iy y
s 777 i
CEEEED SE R EEEEE 72 ¥ s
‘;QQQE olo R ‘;QQQEE“ ________ o T -
Detail Detail
(with oil seal) (with oil seal)
5. 40 N\_ Shatt key 9. 40 | Shaft key
3.5 A8 x 7 x40 3.5 A10x 8 x 40
50 58 24

Table 39: Dimensions for servo motor SMSA5

1) If a combination of motor options is used (e.g. holding brake and oil seal), the sum of the extensions for the individual motor options must be added to K.
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Servo Motors ¢ Motor Data 8MSA5

1.8.4 Maximum Shaft Load

-

X
F ...Radial force
F - |- - [Pp— Axial force
X eevneereeens Distance between motor flange and the point the radial force F, is applied
—_4
Maximum radial force (for a mechanical bearing lifespan of 20000 operating hours)
Standard Bearing Option "Reinforced A Side Bearing"
\ .
1400 S 5000 T
. \ \ .
\ . \ N 4500 = -
Z. 1200 ~ N € z ~—_ \\ g
w” L~ =5 L™ 4000 500 =
3
3 \ . N [500 B 8 ~—_ 2
% 1000 - 3 % 3500 ~— 3
8 T~ \\ & 8 — 1000 &
® —— 41000 @ g E— o
E 800 & E 0% —_ ~—{1500 &
> pag
g ~———_ 1500 & g — s00 - &£
3 ~—— ~—~——_ 5] % 2500 — 3
600 3000 ———
—— 4500 2000 4500
— Frmax (smooth shaft) .—F (smooth shaft)
400 H - - - Frmax (shaft key) 1500 H - - - Frmax (shaft key)
I I T I
0 10 20 30 40 0 10 20 30 40 50
Distance x [mm] Distance x [mm]
Maximum axial force
Standard Bearing Option "Reinforced A Side Bearing"
F, =132N Fa.., = 201N
amax amax

Table 40: Maximum shaft load for BMSA5
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Servo Motors ¢ Motor Data 8MSA6

1.9 Motor Data SMSA6

1.9.1 Technical Data

=3
= 2 .9_
= [ ] 5]
s = o |3
3 @ 2 2 |8E| _
o |2 |84 £ |= |3 g 5 |SE|8%
2 |8 [=% £ 1§ [£ |g |T S |a2g|sé
5 5 s 3 2 ? = 3 2 2 |22|g8
= S e [ = g T2 |0 %
Lo o S= | o - =— |3 3 S S s o s S oS E
@ @ = o = 0 e e o k<] - b= [ = =9 |=
s |- |& 2 |2 |Ee |8 (£ |E5ls [§ |[g |2 |8 |3 |8 |§ |= |B5|B3
3 |2 |g |g8 [g8 |[§ [£-|& 25 (o |2_|5E|2 |8 (€ |Ex|2 |€ |E=|&8 |5 |B3|Be
2—185_|8_|5 [e_|&8 |eE|= ea (g5 8T (S8 |8~ |Bx s |EE|8x | |St|s~|eow=|EB2|8%
oc |[EFE sz (O SE|3 52|53z |35 SE | (22 |=T[EE S [SE|[eE = _|Es|sB|ITE|Ex|ES
Motor BE|BZ (B2 [Bx|E2 |8 |EZ|ES £8 |£5 |22 (B2 (8% 5Z|EE |EE|28 (52 (E2|55 |32 58|52
gE g (2= 2 (52|52 % 3 |EE2|E=|2 5|2 =|8E |8 E|E2|2=|52 (2|2 582(8
EE|ES|EC|EZ|BS |82 |S= |2 5|28 S5 8|22 888 |ds|E2|25 2|2 5|28 |EL 25|83
alSAGS.ddeefr.1 |20 | 13 | 408 | 82 [ 135 [ 816 | 473 | 40 | 36107 | 6000 | 165 | 100 | 1.1 | 135 | 1227 | 45 | 131 | 139 [ 656 | 16 | 32 | 15 | 1090
.ad-eefl-
4500 | 10 | 471 | 91 | 135 | 1166 | 473 | 57 | 36107 | 6000 | 116 | 70 | 056 | 67 | 11.96 | 45 | 131 | 139 | 556 | 16 | 32 | 4 | 1180
3000 | 17 | 534 | 106 | 19 | 1149 | 665 | 56 | 35562 | 6000 | 1.65 | 100 | 061 | 9 | 1475 | 53 | 18.7 | 182 | 556 | 16 | 32 | 4 | 1180
8MSAGM.dd-eeff-1
4500 | 10 | 471 | 9 | 19 | 1595 | 665 | 79 | 35562 | 6000 | 1.19 | 72 | 032 | 47 | 1469 | 53 | 187 | 182 | 556 | 16 | 32 | 4 | 1180
oMSAGLadceiy |20 | 19 | 597 | 123 ] 22 [ 1371 | 77 | 672 | 35814 | 6000 | 16 | 97 [046| 73 | 1567 | 60 | 215 [ 203|556 | 16 | % | 4 | 1160
.dd-eeft-
4500 | 10 | 471 | 92 | 22 | 1873 | 77 | 92 | 35814 | 6000 | 117 | 71 | 025 | 39 | 156 | 60 | 215 | 203 | 556 | 16 | 32 | 4 | 1180
aMSAGK doeetiy | 200 | 24 [ 754 [ 147 | 29 [ 17.19 [1015] 84 | 3407 | 6000 | 169 | 102 | 031 [ 56 | 1806 | 70 | 295 [267 | 556 | 16 [ % | 4 | 1180
: 4500 | 6 | 283 | 57 | 29 | 2369 |1015| 116 | 34407 | 6000 | 1.22 | 74 [016 | 3 | 1875 | 70 | 295 | 267 | 556 | 16 | 32 | 4 |1320

Table 41: Technical data for SBMSA6

1) The B&R motor cables with this cable cross section are produced optimally (stripping length) for the recommended ACOPOS servo drives (see next column). B&R motor cables
with other cable cross sections can also be used (within the specified terminal cross section range) and can be obtained from B&R in the desired design on request.

2) The recommended servo drive is defined for the stall current of the motor; if more than double the stall torque is required during the acceleration phase, the next larger servo
drive should be selected. This recommendation is only a guideline, detailed inspection of the corresponding speed - torque characteristic curve can result in deviations of the
servo drive size (one size larger or smaller). The speed - torque characteristic curves shown in the following sections always refer to the smallest recommended servo drive for
the motor length!

1.9.2 Speed-Torque Characteristic Curves with 400 VAC Supply Voltage

8MSAG6S.dd-eeff-1
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Figure 29: Characteristic curve for B8MSA6S.dd-eeff-1
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Figure 30: Characteristic curve for BMSA6M.dd-eeff-1
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8MSAG6L.dd-eeff-1
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Figure 31: Characteristic curve for SMSA6L.dd-eeff-1
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Figure 32: Characteristic curve for SMSA6X.dd-eeff-1

B&R Motion Control Overview Catalog 7/2003

67

Chapter 3
Servo Motors



Servo Motors ¢ Motor Data 8MSA6

1.9.3 Dimensions
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EnDat Feedback Resolver Feedback Extension of Dimension K, depending on the Motor Option [mm] W)
Reinforced
Model Number Ko L M Model Number Ko L M Holding Brake Oil Seal A Side Bearing
8MSA6S.Ex-eeff-1 221 8MSA6S.R0-eeff-1 202
8MSABM.Ex-eeff-1 255 8MSA6M.RO0-eeff-1 236 23
65 26 46 20 53 Approx. 10
8MSAG6L.Ex-eeff-1 272 8MSA6L.R0-eeff-1 253
8MSA6X.Ex-eeff-1 330 8MSA6X.R0-eeff-1 311 33
Section Detail A - A Possible Connection Directions
> I
A I 31
— PN
‘1 @ <&
®  N\@
&
M
© 3 ~
3 % 2
< 8 5
©.
@ Ne ©
\ OIS
12| 53 4x013 N
50 1 Ko 190x190
!
I
A—
A Side Flange Detail (standard bearing) Detail A Side Flange Detail (opt. "reinforced A side bearing") Detail
22
20 == H
4 i H 4 .,
. i 771
CEEREEY 1 S I R - ETE Y 2227 /gy T
;:a:‘;ﬁ oo ';';u“““’ﬁ“ _________ " Ojo
Detail Detail
(with oil seal) (with oil seal)
5. 40 N\_ Shatt key 9], 40 | Shaftkey
* ... with brake 35 ABx7x40 35 A8x7 x40
50 12 58 22 |

Table 42: Dimensions for servo motor 8SMSA6

1) If a combination of motor options is used (e.g. holding brake and oil seal), the sum of the extensions for the individual motor options must be added to K.
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1.9.4 Maximum Shaft Load
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Distance x [mm]

Distance x [mm]

F ...Radial force
F - |- - [Pp— Axial force
X eevneereeens Distance between motor flange and the point the radial force F, is applied
—_4
Maximum radial force (for a mechanical bearing lifespan of 20000 operating hours)
Standard Bearing Option "Reinforced A Side Bearing"
\
. . 5000
1400 " \
\ N, — 4500 —

. . \ - . -
Z. 1200 [~ £ z ~— =
0= . ™~ 500 = = 4000 \ 500 o
[} \ 2 [} o
g \ . - & g \ 8
“= 1000 s g += 3500 o
= . [0] = Q
I I I @ I — 1000 &
R =~ 1000 ps S 3000 °
E 500 E— = £ ~——_ ~—— S
E ~—_ 1500 g g —~— [Trs00 §
= s X 2500 3
3 \ \ © < \ ©

600 3000 — 3000

~—— 4500 2000 ~—— 4500
— F (smooth shaft) — F (smooth shaft)
rmax rmax
400 . Frmax (shaft key) 1500 H . Frmax (shaft key)
T T T T T
0 10 20 30 40 0 10 20 30 40 50

Maximum axial force

Standard Bearing

F, = 135N

max

Option "Reinforced A Side Bearing"

F = 492N

Amax

Table 43: Maximum shaft load for BMSA6
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1.10 Motor Data 8MSA7

1.10.1 Technical Data
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° . |e 2 |2 Ze |8 |E [5<|s |s 2 @ |3 2 |g |8 |2 |B5|8=
3 |2 |g |g8 [g8 |[§ [£-|& 25 (o |2_|5E|2 |8 (€ |Ex|2 |€ |E=|&8 |5 |B3|Be
2—185_|8_|5 [e_|&8 |eE|= ea (g5 8T (S8 |8~ |Bx s |EE|8x | |St|s~|eow=|EB2|8%
oc |[EFE sz (O SE|3 52|53z |35 SE | (22 |=T[EE S [SE|[eE = _|Es|sB|ITE|Ex|ES
Motoy BE|BS (B2 Bz|s2|S= (S e|E |52 (S5 (22|85 |5ele:|5E (5|28 |BE|e2 (o[22 (58|52
gE g (2= 2 (52|52 = 5| E2|E=/2 5|2 =|8E |5 §|E2 |22 52|22 2828
EZ|IES|EC |83 |83 |E5 |2 8|28 |25 R 2GS |GF|as|E22S 2|25 2L 8L 28|23
oMSATS ddeetf |20 | 20 [ 628 [ 141 26 [ 169 | 78 | 659 | 11642 | 6000 | 154 | 93 [ 046 | 51 | 1109 | 60 | 67 [223556 | 16 | 32 | 4 [1180
.dd-eel
4500 | 145 | 683 | 158 | 26 | 2535 | 78 | 989 | 11642 | 6000 | 1.03 | 62 | 02 | 22 | 11 | 60 | 67 | 223|556 | 16 | 32 | 4 | 1320
oMSATM.ddeti | 200 | 28 | 723 [ 168 [ 32 [2126 [ 9 [ 829 [ 1852 | 6000 | 157 | 91 | 03 [ 37 [ 1233 | 67 | 81 [ 262|556 | 16 | 3 [ 4 [1320
: 4500 | 15 | 7.07 | 145 | 32 | 2687 | 96 | 1048 | 11852 | 6000 | 1.19 | 72 | 019 | 22 | 1158 | 67 | 81 | 262 | 556 | 16 | 32 | 4 |1320
8MSA7L.dd-eeff | 3000 | 26 | 817 | 17.3 | 40 | 2394 | 120 | 93 | 11881 | 4500 | 1.67 | 101 [ 027 | 34 | 1259 | 70 | 101 | 32 | 556 | 16 | 32 | 4 |1320

Table 44: Technical data for SMSA7

1) The B&R motor cables with this cable cross section are produced optimally (stripping length) for the recommended ACOPQS servo drives (see next column). B&R motor cables
with other cable cross sections can also be used (within the specified terminal cross section range) and can be obtained from B&R in the desired design on request.

2) The recommended servo drive is defined for the stall current of the motor; if more than double the stall torque is required during the acceleration phase, the next larger servo
drive should be selected. This recommendation is only a guideline, detailed inspection of the corresponding speed - torque characteristic curve can result in deviations of the
servo drive size (one size larger or smaller). The speed - torque characteristic curves shown in the following sections always refer to the smallest recommended servo drive for
the motor length!

1.10.2 Speed-Torque Characteristic Curves with 400 VAC Supply Voltage
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Figure 33: Characteristic curve for SMSA7S.dd-eeff
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Figure 34: Characteristic curve for B8MSA7M.dd-eeff
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8MSAT7L.dd-eeff
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Figure 35: Characteristic curve for S8MSA7L.dd-eeff
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1.10.3 Dimensions
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EnDat Feedback Resolver Feedback Extension of Dimension K, depending on the Motor Option [mm] W)
Reinforced
Model Number Ko L M Model Number Ko L M Holding Brake Oil Seal A Side Bearing
8MSA7S.Ex-eeff 259 8MSA7S.R0-eeff 240
8MSA7M.Ex-eeff 282 65 34 8MSA7M.RO-eeff 263 46 20 44 Approx. 10
8MSA7L.Ex-eeff 316.5 8MSA7L.RO-eeff 297
Section Detail A- A Possible Connection Directions
I
A E— 31
T :
©)
\)
o
© N
5 2
Y ~
Q o
() ©
i \ 3 :
13] 29 L 4x015 NS
o 190x190
58 ! K
!
I
A—
A Side Flange Detail (standard bearing) Detail
45, i
EEEEEL 8 "g|[ =l
'; s 8 8= O
Detail
(with oil seal)
9], 40 N\_ Shatt key
4 A8 x 7 x40
58 13

Table 45: Dimensions for servo motor SMSA7

1) If a combination of motor options is used (e.g. holding brake and oil seal), the sum of the extensions for the individual motor options must be added to K.
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1.10.4 Maximum Shaft Load
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X
1T
F Fronn Radial force
a o Fannn Axial force
X eevneereeens Distance between motor flange and the point the radial force F, is applied
—_4
Maximum radial force (for a mechanical bearing lifespan of 20000 operating hours)
Standard Bearing
1600

Z. 1400 ~ £
Ty 500 =
o) \ @
[ \ CRs
S 1200 — >
© D
T 1000 G
< 1000 B ®
€ ~— o
3 1500 @©
E I o
é 800 \ \ %
= ——

\\\ 3000

[~ 4500
600 F ey (SMoOtH shaft)
. Frmax (shaft key)
T T T
0 10 20 30 40 50
Distance x [mm]
Maximum axial force
Standard Bearing
F, = 160N
max

Table 46: Maximum shaft load for BMSA7

B&R Motion Control Overview Catalog 7/2003

73

Chapter 3
Servo Motors



Servo Motors ¢ Motor Data SMSA8

1.11 Motor Data 8MSA8

1.11.1 Technical Data
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2—185_|8_|5 [e_|&8 |eE|= ea (g5 8T (S8 |8~ |Bx s |EE|8x | |St|s~|eow=|EB2|8%
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2E (22|22 |2 (=S| 5 3 |EE2|E=|2 5|2 =|8E |8 E|E2|2=|52 (2|2 582(8
EZ|IES|EC |83 |83 |E5 |2 8|28 |25 R 2GS |GF|as|E22S 2|25 2L 8L 28|23
8MSA8S.dd-eeff | 3000 | 30 | 942 | 17.8 | 40 | 2179 | 120 | 85 | 15769 | 3600 | 1.84 | 111 | 025 | 57 | 228 | 47 | 761 | 41 | 53 | 535 | 130 | 4 | 1320
8MSA8M.dd-eeff | 3000 | 50 | 1571 | 27.8 | 68 | 3575 | 204 | 139.4 | 17958 | 3600 | 1.9 [ 115 [ 0.13 | 33 | 2538 [ 65 | 1136 | 56 | 53 [ 535 | 130 [ 4 [ 1320
8MSA8L.dd-eeff | 2000 | 70 | 1466 | 29.1 | 93 | 37.99 | 279 | 1482 | 18283 | 3600 | 2.45 | 148 [ 012 | 37 | 3083 | 79 | 1526 | 73 | 53 | 535 | 130 [ 10 | 1640
8MSA8X.dd-eeff | 2000 | 85 | 17.8 | 358 | 115 | 46.66 | 345 | 182 | 18148 | 3600 | 246 | 149 | 009 | 28 [ 31.11 | 90 | 1901 | 89 | 53 [ 535 [ 130 | 10 [ 1640

Table 47: Technical data for SMSA8

1) The B&R motor cables with this cable cross section are produced optimally (stripping length) for the recommended ACOPOS servo drives (see next column). B&R motor cables
with other cable cross sections can also be used (within the specified terminal cross section range) and can be obtained from B&R in the desired design on request.
2) The recommended servo drive is defined for the stall current of the motor; if more than double the stall torque is required during the acceleration phase, the next larger servo
drive should be selected. This recommendation is only a guideline, detailed inspection of the corresponding speed - torque characteristic curve can result in deviations of the
servo drive size (one size larger or smaller). The speed - torque characteristic curves shown in the following sections always refer to the smallest recommended servo drive for
the motor length!

1.11.2 Speed-Torque Characteristic Curves with 400 VAC Supply Voltage
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Figure 36: Characteristic curve for SMSA8S.dd-eeff
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Figure 37: Characteristic curve for SMSA8M.dd-eeff
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8MSASL.dd-eeff
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Figure 38: Characteristic curve for S8MSA8L.dd-eeff
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Figure 39: Characteristic curve for SMSA8X.dd-eeff
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1.11.3 Dimensions
EnDat Feedback Resolver Feedback Extension of Dimension K, depending on the Motor Option [mm] i)
Reinforced
Model Number | K, A B L [ M | Model Number | K, A B L [ M | Holding Brake Oil Seal A Side Bearing
8MSA8S Ex-eeff | 322 8MSA8S.RO-eeff | 311
38k6 | 80 38Kk6 | 80
8MSASM.Ex-eeff | 390 8MSASM.RO-eeff | 379
66 | 35 55 | 30 68 Approx. 10 35
8MSASL.Ex-eeff | 458 8MSASL.RO-eeff | 447
42k6 | 110 42k6 | 110
8MSA8X Ex-eeff | 526 8MSA8X.R0-eeff | 515
Section Detail A- A Possible Connection Directions
Top B side
77 62 55 55

oA
225x225
127x127

18] 45 @2 L | [axe145 U
B K 240x240
i
A—>
A Side Flange Detail (standard bearing) Detail A Side Flange Detail (option "reinforced A side bearing") Detail
A
36
30 . 2 U
45" 451
72 Y 25 by

o ¥ ; e 21

838y o777 5|3 AT gilg e g; 22 A I

s s 8 58S N oo Tt NSRRI T oo

3
Detail 2 Detail
(with oil seal) 2 (with oil seal)
o PN
8. 63 N\ Shatt key 8| 634/90" | | Shaftkey
* ... 8MSA8S/M 4 A10x 8 x 63" * ... BMSA8SS/M 4 A12x8x 63"
** ... BMSA8L/X 80*/110* 18 A12x8x 63" ** ... BMSA8L/X 80*/110** 48 | A16 x 10 x 90"

Table 48: Dimensions for servo motor SMSA8

1) If a combination of motor options is used (e.g. holding brake and oil seal), the sum of the extensions for the individual motor options must be added to K.
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-

Distance x [mm]

Distance x [mm]

X
F ...Radial force
LS I Fainn Axial force
) o Distance between motor flange and the point the radial force F, is applied
—_4
Maximum radial force (for a mechanical bearing lifespan of 20000 operating hours)
Standard Bearing Option "Reinforced A Side Bearing"
3500
\ . \

3000 ~ - 9000 a
z £ z 'c
= ~— E = 0 £
TR 500 ‘_'a_) w 8000 =
@ (] @ 9]
S 2500 &8 T~ c®
2 T~ 3 5 7000 ~ — 3
g \ \ 1000 % g \\ 1000 &
fod fad 0
£ 2000 g £ 6000 @
3 1500 & 3 — 1500 &
= 3 = >
3 — — s 8 5000 ] &
= = —

1500 3000 \\ 3000

4500 4000 4500
.—F (smooth shaft) — F (smooth shaft)
rmax rmax
1000 H - - - Frmax (shaft key) 3000 4 . Frmax (shaft key)
T T T T
0 20 40 60 0 20 40 60

Maximum axial force

Standard Bearing

F = 323N

Amax

Option "Reinforced A Side Bearing"

F = 974N

Amax

Table 49: Maximum shaft load for BMSA8
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1.12 Motor Data Overview for Cooling Type C

The technical data listed in the following sections (Kg, K, Iy, 1o, Imax: RopH: Lophs el tiherms M, J) has a theoretical tolerance
range of +10 %. This is also valid for the speed - torque characteristic curves represented in the following sections.

- g |8
[ s §‘<‘—- = - g i g §-§- 85;‘
s |2 |3% g 15 |8 |g |3 s |22|88
2 |38 |5E& « lz=ls [8 |8 |8 |= |§ | EEIEE
° . g |8 |S5/% |8 |8<(5 |5 |2 |S |§ |5 |8 |g |= [B5|33
B_ |3 g g |g (8 |&_|& 25 |6~ |2_|8E[2 |8 |E |E=|s | |sxlm |§ |BE3|Be
8—|8_ |3 s |2_ |8 EE | E ed |5 BT |C8|8- |22 |5 _|EE|S% | |SE|solew|E2|EE
Motor 3E |32 |32 |32 (S8 |8 |ES|ES |28 |E5|sE|BS |52 8|8 |E:|Es |52 |52 (32 (58|50
e R R R R E R el el S B A e g
3000 | 299 | 094 | 241 | 3.38 25 10.4 115 | 54737 | 12000 | 1.36 82 96 | 415 | 432 60 19 45 | 054 | 0.46 8 1.5 | 1045
8MSC4S.dd-eeff 4500 | 2.47 116 | 293 | 338 | 3.59 10.4 16.5 | 54737 | 12000 | 0.94 57 | 455 | 205 | 4.51 60 1.9 45 | 054 | 046 8 1.5 | 1045
6000 | 156 | 0.98 | 228 | 3.38 | 4.17 104 19.6 | 54737 | 12000 | 0.81 49 33 15 455 60 1.9 45 | 054 | 0.46 8 1.5 | 1045
3000 | 5.98 188 | 488 | 6.89 | 534 | 21.2 [ 25.1 80000 | 12000 | 1.29 78 42 24 5.71 64 2.65 56 | 054 | 0.46 8 1.5 | 1090
8MSC4M.dd-eeff 4500 | 5.33 | 251 572 | 689 | 6.94 | 21.2 | 326 | 80000 | 12000 | 0.99 60 | 255 | 145 | 569 64 2.65 56 | 054 | 0.46 8 1.5 | 1090
6000 [ 3.9 245 | 553 | 6.89 | 887 | 21.2 | 40.9 | 80000 | 12000 | 0.78 | 47 | 1.55 | 8.9 5.74 64 2.65 56 | 054 | 0.46 8 1.5 | 1090
3000 | 8.32 2.61 566 | 9.75 | 6.27 30 294 | 72289 | 12000 | 1.56 94 3 19.2 6.4 66 415 7.7 | 054 | 0.46 8 1.5 | 1090
8MSCA4L.dd-eeff 4500 | 728 | 343 | 728 | 9.75 | 9.07 30 419 | 72289 | 12000 | 1.08 65 145 | 9.2 6.34 66 415 7.7 | 054 | 0.46 8 1.5 | 1090
6000 | 5.85 | 3.68 7.8 9.75 | 11.79 30 55.3 | 72289 | 12000 | 0.83 50 | 087 | 56 6.44 66 4.15 7.7 | 054 | 0.46 8 4 1180
3000 | 11.05 | 3.47 78 | 1235 | 829 38 38.3 | 62810 | 12000 | 1.49 90 165 | 11.7 | 7.09 68 6.05 | 10.5 | 0.54 | 0.46 8 1.5 | 1090
8MSC4X.dd-eeff 4500 | 9.75 | 459 | 845 | 12.35 | 10.09 38 46.6 | 62810 | 12000 | 1.22 74 113 | 79 6.99 68 6.05 | 10.5 | 0.54 | 0.46 8 4 1180
6000 [ 7.8 49 |[10.01 | 1235 | 1464 | 38 67.6 | 62810 | 12000 | 0.84 | 51 | 059 | 4.1 6.95 68 6.05 | 10.5 | 0.54 | 0.46 8 4 | 1180
MSC5S.dd-eeft-2 3000 | 7.41 2.33 5.2 858 | 5.89 19.8 | 226 | 49500 | 9000 | 1.46 88 | 415 | 27.8 6.7 45 4 75 [ 166 | 09 15 1.5 | 1090
4500 | 6.76 | 3.19 | 6.76 | 858 | 8.37 19.8 32 49500 | 9000 | 1.03 62 205 | 138 | 6.73 45 4 75 [ 166 | 09 15 1.5 | 1090
SMSCEM.dd-eefi2 3000 | 11.44 | 359 | 7.15 | 1365 | 826 | 315 | 31.6 | 50806 | 9000 | 1.65 | 100 | 225 | 20 8.89 50 6.2 10 | 166 | 09 15 1.5 | 1090
4500 | 9.36 | 4.41 9.62 | 13.65 | 13.53 | 315 52 50806 | 9000 | 1.01 61 083 | 74 8.92 50 6.2 10 166 | 0.9 15 4 1180
MSCSL.dd-eeff-2 3000 | 143 | 449 | 949 [ 1755 | 11.28 | 40.5 | 432 | 55479 | 9000 | 1.56 94 155 | 146 | 9.42 55 7.3 11.2 | 166 | 09 15 4 1180
4500 | 11.7 | 551 | 11.57 | 17.55 | 16.85 | 40.5 | 64.5 | 55479 | 9000 | 1.04 63 | 068 | 65 9.56 55 7.3 112 | 166 | 09 15 4 1180
SMSC5X.dd-eeft-2 3000 | 18.85 | 5.92 | 11.18 | 221 | 12.84 51 49.2 | 53684 | 9000 | 1.72 | 104 | 1.26 | 13.3 | 10.56 60 9.5 13.7 | 166 | 0.9 15 4 1180
4500 | 143 | 6.74 | 1417 | 221 | 21.19 51 81 53684 | 9000 | 1.04 63 | 046 | 48 104 60 9.5 13.7 | 166 | 09 15 4 1320
3000 | 2275 | 7.15 | 13.65| 28.6 | 16.63 66 63.7 | 56410 | 9000 | 1.72 | 104 | 0.95 | 105 | 11.05 75 117 | 162 | 166 | 09 15 4 1180
SMSCSE.dd-eeff-2 4500 | 17.55 | 8.27 | 18.98 | 28.6 | 28.35 66 108.6 | 56410 [ 9000 | 1.01 61 033 | 36 10.91 75 117 | 162 | 166 | 09 15 4 1320
BNISCES.dd-eeft-2 3000 ( 169 | 5.31 [ 10.66 | 17.55 | 10.61 | 47.3 40 36107 | 6000 | 1.65 | 100 | 1.1 | 135 | 1227 | 45 131 | 139 | 556 | 1.6 32 4 | 1180
4500 13 6.13 | 11.83 | 17.55 | 15.16 | 47.3 57 36107 | 6000 | 1.16 | 70 | 056 [ 6.7 | 11.96 | 45 131 | 139 | 556 | 1.6 32 4 | 1180
SMSCEM.dd-ecff-2 3000 | 22.1 6.94 | 13.78 | 247 | 14.94 | 66.5 56 35562 | 6000 | 1.65 | 100 | 0.61 9 14.75 53 187 | 182 | 556 | 1.6 32 4 1180
4500 13 6.13 11.7 | 247 | 20.74 | 66.5 79 35562 | 6000 | 1.19 72 032 | 47 14.69 53 187 | 182 | 556 | 1.6 32 4 1180
SMSCEL.dc-eefi-2 3000 | 247 | 7.76 [ 1599 | 286 | 1782 | 77 67.2 | 35814 | 6000 | 1.6 97 | 046 | 7.3 | 15.87 | 60 215 | 203 | 556 | 16 32 4 | 1180
4500 13 6.13 | 11.96 | 28.6 | 24.35 77 92 35814 | 6000 | 1.17 71 025 | 39 15.6 60 215 | 203 | 556 | 1.6 32 4 1320
BMSCEX.dd-eeff-2 3000 | 31.2 9.8 19.11 | 37.7 | 22.35 | 101.5 84 34407 | 6000 | 1.69 | 102 | 0.31 5.6 18.06 70 295 | 267 | 556 | 16 32 4 1320
4500 | 7.8 368 | 741 | 377 | 308 | 101.5| 116 34407 | 6000 | 1.22 74 | 0.16 3 18.75 70 295 | 267 | 556 | 16 32 4 1320
SMSCTS.dd-eeff-1 3000 26 8.17 | 18.33 | 338 | 21.97 78 65.9 | 11642 [ 6000 | 1.54 93 | 046 | 5.1 11.09 60 67 223 | 556 | 1.6 32 4 1320
4500 | 18.85 | 8.88 | 20.54 | 338 | 3296 | 78 989 | 11642 | 6000 | 1.03 | 62 02 [ 22 11 60 67 223 | 556 | 1.6 32 4 11320
SMSCTM.dd-eef-1 3000 [ 299 | 9.39 |[21.84 | 41.6 | 27.64 96 82.9 11852 | 6000 | 1.51 91 0.3 37 12.33 67 81 262 | 556 | 16 32 4 1320
4500 | 195 | 9.19 | 1885 | 41.6 | 34.93 96 104.8 | 11852 | 6000 | 1.19 72 019 | 22 11.58 67 81 262 | 556 | 1.6 32 4 1320
8MSC7L.dd-eeff-1 | 3000 | 33.8 | 10.62 | 2249 | 52 31.12 | 120 93 11881 | 4500 | 1.67 | 101 | 027 | 34 | 1259 | 70 101 32 | 556 | 16 32 4 11320

Table 50: Motor data overview for cooling type C

1) The B&R motor cables with this cable cross section are produced optimally (stripping length) for the recommended ACOPOS servo drives (see next column). B&R motor cables
with other cable cross sections can also be used (within the specified terminal cross section range) and can be obtained from B&R in the desired design on request.

2) The recommended servo drive is defined for the stall current of the motor; if more than double the stall torque is required during the acceleration phase, the next larger servo
drive should be selected. This recommendation is only a guideline, detailed inspection of the corresponding speed - torque characteristic curve can result in deviations of the
servo drive size (one size larger or smaller). The speed - torque characteristic curves shown in the following sections always refer to the smallest recommended servo drive for
the motor length!

1.12.1 Fan Modules

The fan modules used are size-dependant and available for two different operating voltages .

For Motor
Fans 8MSC4 | 8MSC5 | 8MSC6 | 8MSC7
Manufacturer Papst
Internet Address www.papst.de
Manufacturer's Product ID
220 VAC Operating Voltage 46502 5958
24 VDC Operating Voltage ") 4184NGX 5214NM

Table 51: Overview of fan modules

1) Fans with 24VDC operating voltage are special motor options. Special options must be arranged with B&R.
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220 VAC Fan 24VDC Fan "
Manufacturer’s Product ID 46502 5958 4184NGX 5214NM
General Information
C-UL-US Listed Yes
Fan Type AC fan with AC fan with DC fan with electronically commutated external rotor motor
external rotor shaded-pole motor | internal rotor shaded-pole motor
Rotor Bearings Sintec sleeve bearings Ball bearings Sintec sleeve bearings Ball bearings
Protection IP20
Power Mains Connection
Rated Voltage 230 VAC +6 %/ -10 % 24 VDC +25 % / -50 % 24 VDC +16 %/ -50 %
Nominal Frequency 50 Hz
Power Consumption 19w | 18W 35W 46 W
Overload protection Yes (impedance protection) Protected against blocking and Electronic protection against
overloading by PTC resistor; reverse polarity,
partially impedance protected blocking and overloading

Mechanical Characteristics
Temperature Range -10...+50°C -30... +60 °C -10...475°C 20 ...+75°C
Operating Noise 40 dB(A) 44 dB(A) 44 dB(A) 43 dB(A)
Lifespan

At40°C 37500 h 40000 h 85000 h 62500 h

At maximum temperature 30000 h 25000 h 37500 h 27500 h

Table 52: Technical data for fans
Fan Connection

The fan connection is made using a terminal block in a terminal box on the fan housing next to the motor and encoder
connection. To guarantee stress relief for the connection cable, the high-strength cable gland on the terminal box cover
must be installed correctly.

Figure 40: Terminal box for the fan power connection

Terminal Block Pin Assignments for 220 VAC Fan

Image Pin Description Function
1 L1 Fan Connection 220 VAC
Y Y 2 N Fan Connection 220 VAC
S0~ @ :
3 PE Protective ground conductor
1(®)2 3(x)4
Deg@Meqee :
([ ] [

Table 53: Terminal block pin assignments for 220 VAC fan

Terminal Block Pin Assignments for 24 VDC Fan R

Image Pin Description Function
1
(] [ 2
S0~ @ ,
1 2 3 4 3 +24V Fan Connection + 24 VDC
4 GND Fan Connection 0 V

Deg@Mgo

Table 54: Terminal block pin assignments for 24 VDC fan

1) Fans with 24VDC operating voltage are special motor options. Special options must be arranged with B&R.
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1.13 Motor Data 8MSC4

1.13.1 Technical Data

= e |8
o @ < §
s s @ |aT,
e o @ a& _
™ z S € = E s g § E 8N’<
g (g8 =% £ |5 |£ |e |3 g |23|28
e |8 s e|e |@ s 2 & I g |85|8%
@ Py =e |8 £ e (e ] o 3 £ = £ @ s o8 (=X
o = ® L] Eq |8 s £E|§ S 2 ® o = < g o (B5|83
18 |8 [E |3 [ [2-|2 |28 |2z |5- 15513 |3_|F |E=|s_|€ |e=|® |5 _|B88|8e
2—5_|8_|5 |g_|&8 |eE|¢e ea (g5 (ST c8 |8 |Bx|s |[EE|8x |8 |SE|s—|s=|E82|82
Motor w'e [FE [ o SE |3 SZ|3x| 3% SE|eoE |22 |ET|EE g.—. s E|EBE |2 €8 (=T E EX[ES
BE[BZ |32 Bz |E2 |8z [E|ES £2 [£5 |22 |82 |8%|8% g2 |Et|25 |52 (22|53 |53 52
Pl -] sZ |82 |2 |8 5 s|E=|=2= |8 5|8 & = |2 3 =, | = |3 &2 s/2-|28
Ez|ES|EC|E2|8S |8 S |28 |23 (2L |22l |af|adm|[E2|2D 2|25 2L EL 28|83
3000 | 299 | 094 | 241 | 338 | 25 | 104 | 115 | 54737 [ 12000 | 1.36 | 82 | 96 | 415 | 432 | 60 | 19 | 45 054 [ 046 | 8 | 15 | 1045
8MSC4S.dd-eeff | 4500 | 247 | 116 | 293 | 338 | 359 | 104 | 165 | 54737 | 12000 | 0.94 | 57 | 455 | 205 | 451 | 60 | 19 | 45 | 054 [ 046 | 8 | 15 | 1045
6000 | 156 | 0.98 | 228 | 338 | 4.17 | 104 | 196 | 54737 | 12000 | 0.81 | 49 | 33 | 15 | 455 | 60 | 19 | 45 | 054 | 046 | 8 | 15 | 1045
3000 | 598 | 1.88 | 4.88 | 6.89 | 534 | 21.2 | 251 | 80000 | 12000 [ 1.29 | 78 4.2 24 5.71 64 | 265 | 56 | 0.54 | 0.46 8 1.5 | 1090
8MSC4M.dd-eeff | 4500 | 533 | 251 | 572 | 6.89 | 694 | 212 | 32.6 | 80000 | 12000 | 0.99 | 60 | 255 | 145 | 569 | 64 | 265 | 56 | 054 | 046 | 8 | 1.5 | 1090
6000 | 39 | 245 | 553 | 689 | 887 | 212 | 409 | 80000 | 12000 | 0.78 | 47 [ 155 | 89 | 574 | €4 | 265 | 56 | 054 [ 046 | 8 | 1.5 | 1090
3000 | 832 | 261 | 566 | 9.75 | 627 | 30 | 29.4 | 72289 | 12000 | 156 | 94 | 3 | 192 | 64 | 66 | 415 | 7.7 | 054 | 046 | 8 | 1.5 | 1090
8MSCAL.dd-eeff | 4500 | 728 | 343 | 728 | 975 | 907 | 30 | 41.9 | 72289 | 12000 | 1.08 | 65 | 145 | 92 | 634 | 66 | 415 | 7.7 | 054 | 046 | 8 | 1.5 | 1090
6000 | 585 | 368 | 7.8 | 975 | 11.79 | 30 | 553 | 72289 | 12000 | 0.83 | 50 | 0.87 | 56 | 644 | 66 | 415 | 7.7 | 054 | 046 | 8 | 4 | 1180
3000 | 11.05 [ 347 | 7.8 [12.35 | 829 | 38 | 383 | 62810 [ 12000 | 149 | 90 | 165 | 11.7 | 7.09 | 68 | 6.05 | 10.5 [ 054 [ 046 [ 8 | 1.5 | 1090
8MSC4X.dd-eeff 4500 | 9.75 | 459 | 845 [12.35 | 10.09 | 38 46.6 | 62810 | 12000 | 122 | 74 | 1.13 | 7.9 6.99 68 6.05 | 10.5 | 0.54 | 0.46 8 4 | 1180
6000 | 7.8 49 |10.01| 1235 | 1464 | 38 67.6 | 62810 | 12000 | 0.84 | 51 | 059 | 4.1 6.95 68 6.05 | 10.5 | 0.54 | 0.46 8 4 | 1180

Table 55: Technical data for SBMSC4

1) The B&R motor cables with this cable cross section are produced optimally (stripping length) for the recommended ACOPOS servo drives (see next column). B&R motor cables
with other cable cross sections can also be used (within the specified terminal cross section range) and can be obtained from B&R in the desired design on request.

2) The recommended servo drive is defined for the stall current of the motor; if more than double the stall torque is required during the acceleration phase, the next larger servo
drive should be selected. This recommendation is only a guideline, detailed inspection of the corresponding speed - torque characteristic curve can result in deviations of the
servo drive size (one size larger or smaller). The speed - torque characteristic curves shown in the following sections always refer to the smallest recommended servo drive for
the motor length!

1.13.2 Speed-Torque Characteristic Curves with 400 VAC Supply Voltage

8MSC4S.dd-eeff

12 T T T I
010.4 2149/10.4 3175/10.4)  (3732/10.4 -
kb ¢ ) Bi7TE0s _ (a732104) — n, = 3000 min’
10 < < - — n,=4500 min” I
_ \ I~ TS — n,, =6000 min”
E 8 ) ~ ]
Z (3000/7.82) (4500/7.51) ~
g 6 NS (6000/5.28)
<3 \ h b N
(] '~
= 4(05.38) (3000/2.99) AN .
e O\ (4500/2.47) ~. ~
2 T T RS N O = . — . . N ~
T s> ~
o (48o4i0)  (6000/156) = T (6973/0) T | (8092/0)
0 1000 2000 3000 4000 5000 6000 7000 8000 9000

Speed [min'1 ]

Figure 41: Characteristic curve for 8MSC4S.dd-eeff
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Figure 42: Characteristic curve for B8MSC4M.dd-eeff
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Figure 43: Characteristic curve for S8MSC4L.dd-eeff
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Figure 44: Characteristic curve for 8MSC4X.dd-eeff
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1.13.3 Dimensions
EnDat Feedback Resolver Feedback Extension of Dimension K, depending on the Motor Option [mm] W)
Reinforced
Model Number Ko L{ M P | Py | Model Number Ko [ L| M P | Py | Holding Brake Oil Seal A Side Bearing
8MSC4S.Ex-eeff 191 85 | 117 | 8MSC4S.R0-eeff 155 85 (117
8MSC4AM.Ex-eeff | 221 115|147 | 8MSC4M.RO-eeff | 185 115|147
- 23 - 19 32 Approx. 10 28
8MSCAL.Ex-eeff 266 160 (192 | 8MSCAL.RO-eeff 230 160 | 192
8MSC4X.Ex-eeff | 321.5 215|247 | 8MSCA4X.RO-eeff | 285.5 215|247
Section Detail A- A Possible Connection Directions
98
70
163 3
31
64
32
-
a5 9
4xM4 3
X H
15 3 45| i 45
A - * ... with brake i
1 T
1D 1
M
g
®
10 31 ___EL,J:_ i
PP af 6.5 70
102x102
40 i K 65 123x123
I
A->»
A Side Flange Detail (standard bearing) Detail A Side Flange Detail (option "reinforced A side bearing") Detail
20
e 35 y
.-'it.s i . / 85 i i f
o ® of of of 1 EEN 8 2 o o of &1 ; v\ ]
R ‘;ts“ e DU EEEELE e e |
Detail Detail
(with oil seal) (with oil seal)
4. 82 | N Shat key 5|40 | Shaft key
3 A6 x 6 x 32 3 A8 x 7 x 40
40 10 50 19

Table 56: Dimensions for servo motor 8MISC4

1) If a combination of motor options is used (e.g. holding brake and oil seal), the sum of the extensions for the individual motor options must be added to K.
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1.13.4 Maximum Shaft Load

-

=

X
F ...Radial force
F - |- - [Pp— Axial force
X eevneereeens Distance between motor flange and the point the radial force F, is applied
—_4
Maximum radial force (for a mechanical bearing lifespan of 20000 operating hours)
Standard Bearing Option "Reinforced A Side Bearing"
1000 X 2600 \
\ 2400 SRS
900 N ’ \
\\ N - 2200 C -
— c = c
Z. 800 ~ £ 2 000 RN E
w” . . 500 & w- : : 500 i
© ‘. \ E Q \ ) N :
S 700 ~_ < < S 1800 = g
= T Q = \ [0
o . @ o \ 3 Q
8 600 I \ 1000 @ g e ~— 1000 &
= . (0] - M (0]
M (o)} ()]
£ \ I 1500 © E 1400 — 1500 ©
E 500 g E g
£ ~—~— ~— © %X 1200 ©
= 400 \\ \ 3000 = \\\ ——| 3000
1000
——— | 14500 S 4500
6000 6000
300 H - — Frmax (smooth shaft) 800 - — F'max (smooth shaft)
 F o (shaft key) N (shaft key)
T I 600 i f
0 10 20 30 0 10 20 30 40
Distance x [mm] Distance x [mm]
Maximum axial force
Standard Bearing Option "Reinforced A Side Bearing"
F, =91N F, = 251N
max max
Table 57: Maximum shaft load for 8BMSC4
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1.14 Motor Data 8MSC5

1.14.1 Technical Data

@ s

5 o EE
@ c §.r = =3 % g g §E 82\1
s |2 |53 £ 15 |2 (g |2 : 2838
e |8 |§& = |z=|2 |8 |8 |58 | |& |e 5 |S8I2E
@ @ E o D = = e e 8 £ £ @ (= (3] X
g |= |E . (2 |2 |[Belg |8 |BE|SE |§ |8 |2 |2 B |28 |8 |2 |B5|83
B2 |E (2 |3 |E |S2|f |ZE|9T|5=|Ss|E_|8x|C |E=|s< |2 |sE|2_|2_|52|E2
ac |fe|és (3 8|5 |E2|5x |55 |SE|SE|eS|€a|E8E |8 |sE|2E |2 _|28|83|RE|Ec|ES
ooy BE |32 |32 [Ex|C2 |8 |ES|ES|E8 |E5|EE |85 (52|e 2|52 |E:|25 |5 |22|5=|32|58|5e
Zz|EF|Ez |2 82|85 |ES|EE |58 (22|50 |22 |Bf|B2 R85 B 2|8 |2 e |2 Es 888
8MSC5S.dd-eeff-2 3000 | 7.41 2.33 5.2 8.58 5.89 19.8 22.6 49500 | 9000 | 1.46 88 415 | 278 6.7 45 4 75 166 | 09 15 1.5 | 1090
4500 | 6.76 3.19 6.76 | 8.58 8.37 19.8 32 49500 | 9000 | 1.03 62 2.05 | 138 6.73 45 4 75 166 | 09 15 1.5 | 1090
8MSC5M.dd-eeff-2 3000 | 11.44 | 3.59 7.15 | 13.65 | 8.26 315 316 50806 | 9000 | 1.65 | 100 | 2.25 20 8.89 50 6.2 10 1.66 [ 0.9 15 1.5 | 1090
4500 | 9.36 | 4.41 9.62 | 13.65 | 1353 | 315 52 50806 | 9000 | 1.01 61 083 [ 74 8.92 50 6.2 10 166 | 0.9 15 4 1180
BMSC5L.dd-eeff-2 3000 | 14.3 4.49 9.49 | 1755 | 11.28 | 405 432 55479 | 9000 | 1.56 94 155 | 146 9.42 55 7.3 112 [ 1.66 | 0.9 15 4 1180
4500 | 11.7 5.51 11.57 | 17.55 | 16.85 | 40.5 64.5 55479 | 9000 | 1.04 63 0.68 | 65 9.56 55 73 112 [ 1.66 | 0.9 15 4 1180
8MSC5X.dd-eeff-2 3000 | 18.85 | 592 | 11.18 | 22.1 12.84 51 492 53684 | 9000 | 1.72 | 104 | 1.26 | 13.3 | 10.56 60 95 137 | 1.66 | 0.9 15 4 1180
4500 | 14.3 6.74 | 1417 | 221 | 21.19 51 81 53684 | 9000 | 1.04 63 046 | 4.8 104 60 95 137 | 1.66 | 0.9 15 4 1320
8MSCSE.dd-eeff-2 3000 | 2275 7.15 | 1365 | 28.6 | 16.63 66 63.7 56410 | 9000 | 1.72 | 104 | 0.95 | 10.5 | 11.05 75 1.7 16.2 | 1.66 | 0.9 15 4 1180
4500 | 17.55 | 8.27 | 18.98 | 28.6 | 28.35 66 108.6 | 56410 [ 9000 | 1.01 61 033 | 36 10.91 75 117 | 162 | 166 | 09 15 4 1320

Table 58: Technical data for 8BMSC5

1) The B&R motor cables with this cable cross section are produced optimally (stripping length) for the recommended ACOPOS servo drives (see next column). B&R motor cables
with other cable cross sections can also be used (within the specified terminal cross section range) and can be obtained from B&R in the desired design on request.

2) The recommended servo drive is defined for the stall current of the motor; if more than double the stall torque is required during the acceleration phase, the next larger servo
drive should be selected. This recommendation is only a guideline, detailed inspection of the corresponding speed - torque characteristic curve can result in deviations of the
servo drive size (one size larger or smaller). The speed - torque characteristic curves shown in the following sections always refer to the smallest recommended servo drive for
the motor length!

1.14.2 Speed-Torque Characteristic Curves with 400 VAC Supply Voltage

8MSC5S.dd-eeff-2

25 T
019.8 1806/19.8 2602/19.8 — = 3000 min’’
20( 8) { L_. ._(....,')_\ ._nN=4500min'1—
o
— ~
€ '~
Z 15 -
0] N, (4500/11.2)
= 10 hormss (3000/12.8) Yo,
g 58) .
]9 (3000/7.41) \ (4500/6.76) ~| -
N T =0 == S
5 ~
~
-
o (4515/0) I~ . (6407/0)
0 1000 2000 3000 4000 5000 6000 7000
Speed [min'1 ]
Figure 45: Characteristic curve for B8MSC5S.dd-eeff-2
8MSC5M.dd-eeff-2
(0/31.5) (1768/31.5) (2995/31.5) Ny = 3000 min’
. . . _ |
30 o—— —— - — - o= . ._nN_4500m|n |
pa— ~|
£ SN
% 20 oo
3 (3000/15.2) (4500/22)
5 (0/13.65) L
= ] (4500/9.36) ‘'~
0 (3000/11.44) T=O0— = | — . =~
'~
S
o (3974/0) ~ . _ (6487/0)
0 1000 2000 3000 4000 5000 6000 7000

Speed [min'1 ]

Figure 46: Characteristic curve for B8MSC5M.dd-eeff-2
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8MSC5L.dd-eeff-2

021-87700210

NIC SANAT

-

=

o1
(0/40.5) (1840/40.5) (2774/40.5) — n,,=3000 min
—— e = . . O - . — n_ =4500 min" |H
~ N
_ \ ~.
£ ~
Z 30 (3000/24.8) .
g o
g 20 H017.55) | |(4500/24.4\ N, -
3000/14.3 : .
a ( ) . _ (4500/11.7) ~. -
10 S
\ ~.
N
o N\ 4229/0) - (6307/0)
0 1000 2000 3000 4000 5000 6000 7000
Speed [min'1 ]
Figure 47: Characteristic curve for 8MSC5L.dd-eeff-2
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Figure 48: Characteristic curve for BMSC5X.dd-eeff-2
8MSC5E.dd-eeff-2
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Figure 49: Characteristic curve for S8MSC5E.dd-eeff-2
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1.14.3 Dimensions
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EnDat Feedback Resolver Feedback Extension of Dimension K, depending on the Motor Option [mm] W)
Reinforced
Model Number Ko L M Model Number Ko L M Holding Brake Oil Seal A Side Bearing
8MSC5S.Ex-eeff-2 205 8MSC5S.R0-eeff-2 186
8MSC5M.Ex-eeff-2 | 239 8MSC5M.R0-eeff-2 | 220
8MSCSL.Ex-eeff-2 256 65 26 8MSC5L.R0-eeff-2 237 46 20 43 Approx. 10 35
8MSC5X.Ex-eeff-2 290 8MSC5X.R0-eeff-2 271
8MSC5E.Ex-eeff-2 324 8MSC5E.R0-eeff-2 305

Section Detail A- A

Possible Connection Directions

183
64
32
A 10 4xma4 B3
1
M
¢
S
o
1 | E | o
11 46 it o
| W L 6.5 E
50 ; K, 65 142x142
i 153x153
A
A Side Flange Detail (standard bearing) Detail A Side Flange Detail (option "reinforced A side bearing") Detail
22
20 N7 = / H
PN, 4 87
763 i LLs
§3eadel77777; Ny I 1 8By o8 ¥ e
‘; s § 9§ ala JANC O .; s 8 82 §‘~ o] [ .
Detail Detail
(with oil seal) (with oil seal)
5. 40 N\_ Shatt key 9. 40 | Shaft key
3.5 A8 x 7 x40 3.5 A10x 8 x 40
50 11 58 24

Table 59: Dimensions for servo motor 8MSC5

1) If a combination of motor options is used (e.g. holding brake and oil seal), the sum of the extensions for the individual motor options must be added to K.
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1.14.4 Maximum Shaft Load

-

X
F ...Radial force
F - |- - [Pp— Axial force
X eevneereeens Distance between motor flange and the point the radial force F, is applied
—_4
Maximum radial force (for a mechanical bearing lifespan of 20000 operating hours)
Standard Bearing Option "Reinforced A Side Bearing"
\ .
1400 S 5000 T
. \ \ .
\ . \ N 4500 = -
Z. 1200 ~ N € z ~—_ \\ g
w” L~ =5 L™ 4000 500 =
3
3 \ . N [500 B 8 ~—_ 2
% 1000 - 3 % 3500 ~— 3
8 T~ \\ & 8 — 1000 &
® —— 41000 @ g E— o
E 800 & E 0% —_ ~—{1500 &
> pag
g ~———_ 1500 & g — s00 - &£
3 ~—— ~—~——_ 5] % 2500 — 3
600 3000 ———
—— 4500 2000 4500
— Frmax (smooth shaft) .—F (smooth shaft)
400 H - - - Frmax (shaft key) 1500 H - - - Frmax (shaft key)
I I T I
0 10 20 30 40 0 10 20 30 40 50
Distance x [mm] Distance x [mm]
Maximum axial force
Standard Bearing Option "Reinforced A Side Bearing"
F, =132N Fa.., = 201N
amax amax

Table 60: Maximum shaft load for 8BMSC5
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1.15 Motor Data 8MSC6

1.15.1 Technical Data

e |6
c e |8
g 2 F
s s e |2
2 = £ Z |8E|xT
P — € - S s 5 E >
e B |33 E 5|12 |2 2 e
& |3 |EE& =—ls la |& [E |2 |E |3 £ |8glek
_ s (32 |Sc|% (5 [BE(E (B s I8 |8 |2 |8 |¢ |2 |38l32
2 |8 |8 (B |¢ |2 [E_|2 |28E|8—|2 |EE|2 |8 |E |B_|E (2 |E_|Z3 |E |282|%%
g—~18_|3_ |5 [E_|8 |eE|e_|ca |e=|8=(|88|8 |E8x|z [EE|Bx|E |SE|s_|2=|B2|22
Motor oc |[EE|=z (O SE |5 SZ |3z |25 |ZE | |e2|=T|5E S |sE|[eE = _|ES|=sBITE|Ex|ED
BE[BZ |32 Bz |E2 |8z [E|ES .gg £ |32 8BS |e2 |82 -‘éz EEl2s 2P |2 |2=|B=|sd[s2
Pl -] =2 | ES | s% 3 s|I8=|==|% §|8 & = |2 3 =, | = |3 &2 s/2-|28
EZ|ES|EC|E= |8 |8 |2 |2 2|28 |28 |88l |8F|am|EE 2D 2|25 2 e 28|83
aMSCoS.ddectip | 2200 | 169 | 531 [ 1066 | 1755 | 1061 | 473 | 40 | 36107 | 6000 | 165 | 100 | 1.1 | 135 | 1227 | 45 | 131 | 139 | 556 | 16 | @ | 4 | 1180
) 4500 | 13 | 6.13 | 11.83 | 1755 | 15.16 | 47.3 | 57 | 36107 | 6000 | 116 | 70 | 056 | 67 | 11.96 | 45 | 13.1 | 139 | 556 | 16 | 32 | 4 | 1180
aMSColddocfta | 2000 | 221 | 694 | T878| 247 | 1494 | 665 | 56 | 35562 | 6000 | 165 | 100 | 061 | 9 | 1475 | 53 | 187 | 182|656 | 16 | @ | 4 | 1180
: 4500 | 13 | 6.18 | 117 | 247 | 2074 | 665 | 79 | 35562 | 6000 | 1.19 | 72 | 0.82 | 47 | 14.69 | 53 | 187 | 182 | 556 | 16 | 82 | 4 | 1180
aMSCoLdacett | 2200 | 247 | 776 [ 1599 | 286 | 1782 | 77 | 672 | 35814 | 6000 | 16 | 97 | 046 | 73 | 1587 | 60 | 215 | 203|556 | 16 | @ | 4 | 1180
: 4500 | 13 | 6.13 | 11.96 | 286 | 2435 | 77 | 92 | 35814 | 6000 | 147 | 71 | 025 | 39 | 156 | 60 | 215 | 20.3 | 556 | 16 | 82 | 4 | 1320
oMSCEX ddeetiz | 2000 | 312 | 98 [ T91T| 377 | 223 | 1015| 84 | 34407 | 6000 | 169 | 102 | 031 | 56 | 1806 | 70 | 205 | 267 | 656 | 16 | @ | 4 |30
. 4500 | 7.8 | 368 | 7.41 | 377 | 30.8 | 101.5| 116 | 34407 | 6000 | 122 | 74 | 016 | 3 | 1875 | 70 | 295 | 26.7 | 556 | 16 | 82 | 4 | 1320

Table 61: Technical data for 8BMSC6

1) The B&R motor cables with this cable cross section are produced optimally (stripping length) for the recommended ACOPOS servo drives (see next column). B&R motor cables
with other cable cross sections can also be used (within the specified terminal cross section range) and can be obtained from B&R in the desired design on request.

2) The recommended servo drive is defined for the stall current of the motor; if more than double the stall torque is required during the acceleration phase, the next larger servo
drive should be selected. This recommendation is only a guideline, detailed inspection of the corresponding speed - torque characteristic curve can result in deviations of the
servo drive size (one size larger or smaller). The speed - torque characteristic curves shown in the following sections always refer to the smallest recommended servo drive for
the motor length!

1.15.2 Speed-Torque Characteristic Curves with 400 VAC Supply Voltage

8MSC6S.dd-eeff-2

— n_ =3000 min™
N
50 |(0/47.3) (2028/47.3) ( 2_89_(3;4_7:) .~ nll=4500 min” H
N~
E 40 .
z \ ~. -
% 30 Wﬁs.o) . -
= - _ (4500/19.6)
2 20 }(0/17.55) (3000/16.9) S \V\
______ il I SR T
10 BN 0= - =
(4500/13) <
o \3980/0) ~ . _ (5679/0)

0 1000 2000 3000 4000 5000 6000
Speed [min'1 ]

Figure 50: Characteristic curve for BMSC6S.dd-eeff-2

8MSC6M.dd-eeff-2

80 |
1(0/66.5) (2142/66.5) (2970/66.5) — n,, = 3000 min™?
''''''' %-<. . — n, =4500 min”"
60 - I
—_ ~ .
£ N~
Z N,
© 40 (3000/36.9) .
o N\
;9 (0/24.7) (3000/22.1) . \0(4500/23.4)
20 = — === . (4500113)
T =—0=. X,
o 3977/0) T~ . _ (5509/0)
0 1000 2000 3000 4000 5000 6000

Speed [min'1 ]

Figure 51: Characteristic curve for B8MSC6M.dd-eeff-2

88 B&R Motion Control Overview Catalog 7/2003




Servo Motors ¢ Motor Data 8MSC6

8MSC6L.dd-eeff-2
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Figure 52: Characteristic curve for 8MSC6L.dd-eeff-2
8MSC6X.dd-eeff-2
120 I
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Figure 53: Characteristic curve for BMSC6X.dd-eeff-2
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1.15.3 Dimensions
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-

EnDat Feedback Resolver Feedback Extension of Dimension K, depending on the Motor Option [mm] i)
Reinforced
Model Number Ko L M Model Number Ko L M Holding Brake Oil Seal A Side Bearing
8MSC6S.Ex-eeff-2 221 8MSC6S.R0-eeff-2 202
8MSC6M.Ex-eeff-2 | 255 8MSC6M.R0-eeff-2 | 236 23
65 26 46 20 53 Approx. 10
8MSC6L.Ex-eeff-2 272 8MSC6L.R0-eeff-2 253
8MSC6X.Ex-eeff-2 330 8MSC6X.R0-eeff-2 311 33
Section Detail A- A Possible Connection Directions
64
32
16 4xm4 3
A»!
i Y
M
3
N
Q
ica B 5 | |
i o 112 &
. 6.5 190x190
50 ! K, 65 216x216
I
i
A»
A Side Flange Detail (standard bearing) Detail A Side Flange Detail (option "reinforced A side bearing") Detail
22
20 == H
7 a7, 4 i
173, ; Y e /
©| © x| x > i 4 ol o
K ENR 22777788 | I | T k22 g T
RIS, = ~ 1 ola L MMMNEEL Ek ________ O RS
Detail Detail
(with oil seal) (with oil seal)
5. 40 N\_ Shatt key 9], 40 | Shaftkey
* ... with brake 35 A8 x7 x40 3.5 A8 X7 x40
50 12 58 22 |

Table 62: Dimensions for servo motor 8BMSC6

1) If a combination of motor options is used (e.g. holding brake and oil seal), the sum of the extensions for the individual motor options must be added to K.
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Distance x [mm]

Distance x [mm]

F ...Radial force
F - |- - [Pp— Axial force
X eevneereeens Distance between motor flange and the point the radial force F, is applied
—_4
Maximum radial force (for a mechanical bearing lifespan of 20000 operating hours)
Standard Bearing Option "Reinforced A Side Bearing"
\
. . 5000
1400 " \
\ N, — 4500 —

. . \ - . -
Z. 1200 [~ £ z ~— =
0= . ™~ 500 = = 4000 \ 500 o
[} \ 2 [} o
g \ . - & g \ 8
“= 1000 s g += 3500 o
= . [0] = Q
I I I @ I — 1000 &
R =~ 1000 ps S 3000 °
E 500 E— = £ ~——_ ~—— S
E ~—_ 1500 g g —~— [Trs00 §
= s X 2500 3
3 \ \ © < \ ©

600 3000 — 3000

~—— 4500 2000 ~—— 4500
— F (smooth shaft) — F (smooth shaft)
rmax rmax
400 . Frmax (shaft key) 1500 H . Frmax (shaft key)
T T T T T
0 10 20 30 40 0 10 20 30 40 50

Maximum axial force

Standard Bearing

F, = 135N

max

Option "Reinforced A Side Bearing"

F = 492N

Amax

Table 63: Maximum shaft load for 8BMSC6
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1.16 Motor Data 8MSC7

1.16.1 Technical Data

2 |8
c X =
o @ <
: £ 5 |3
o (] @ £ o —
o = §,-‘—- € - 'é E % §E 8N"
g |8 2% g 5§ | | |2 g |23|28
5 5 =] s i = s |2 g 82|k
L = S= |5 - == |3 3 S S s o s S S|
- 8 |8 |Eg |8 |§ |8=|5 [§ |2 [ |E8 |3 |E |2 | |z%|=3
2 |8 |g |8 |2 |2 |E_|8 |28 |82 |2E|2 |8 |& [BE_|S |2 |E-|&8 |§ |E8|E%
2|5 3 s |2_ |8 EE | ea |[ec S=(|88|8_|2x|5s |[EE|5< |2 |8E|s_|8=|8=|22
Motor oc |[EE|e2g (S ST |3 52 |3z |35 [2E|oE|eS|=T|SE |8 |EE|2E |Z_|ES|cD|TEE|Ex|ES
BE|BZ |82 3|2 |8 |E5|E% | S8 |E5|82 (88 |8 %|e 2|52 55|28 |58 |E2|B=(32 (58|52
Pl -] sZ |82 |2 |8 3 s|I8=|==|% §|8 & = |2 3 =, | = |3 &2 s/2-|28
EZ|ES|EC|E= |8 |8 |2 |2 2|28 |28 |88l |8F|am|EE 2D 2|25 2 e 28|83
aNSCTS ddecfiy | 200 | 26 | 817 [ 18331338 [ 2197 [ 78 | 659 [ 11642 | 6000 | 154 | 93 046 | 51 | 1109 | 60 | 67 | 223 [ 586 | 16 | 32 | 4 | 1320
: 4500 | 18.85 | 8.88 | 2054 | 338 | 3296 | 78 | 989 | 11642 | 6000 | 1.03 | 62 | 02 | 22 | 11 | 60 | 67 | 223|556 | 16 | 32 | 4 | 1320
aMSCTM.ddveeftt | 200 | 299 | 939 [ 21841 416 | 2764 | 96 | 829 | 11852 | 6000 | 157 | o1 | 03 | 7 [ 1233 | 67 | 81 [262 586 | 16 | & | 4 [ 1320
: 4500 | 195 | 919 [ 1885 | 416 | 3493 | 96 | 1048 | 11852 | 6000 | 119 | 72 | 019 | 22 | 1158 | 67 | &1 | 262 [556 | 16 | 32 | 4 | 1320
8MSC7L.dd-eeff-1 | 3000 | 33.8 | 10.62 | 2249 | 52 | 3112 | 120 | 93 | 11881 | 4500 | 1.67 | 101 | 027 | 34 | 1259 | 70 | 101 | 32 | 556 | 16 | 32 | 4 |1320

Table 64: Technical data for SBMSC7

1) The B&R motor cables with this cable cross section are produced optimally (stripping length) for the recommended ACOPOS servo drives (see next column). B&R motor cables
with other cable cross sections can also be used (within the specified terminal cross section range) and can be obtained from B&R in the desired design on request.

2) The recommended servo drive is defined for the stall current of the motor; if more than double the stall torque is required during the acceleration phase, the next larger servo
drive should be selected. This recommendation is only a guideline, detailed inspection of the corresponding speed - torque characteristic curve can result in deviations of the
servo drive size (one size larger or smaller). The speed - torque characteristic curves shown in the following sections always refer to the smallest recommended servo drive for
the motor length!

1.16.2 Speed-Torque Characteristic Curves with 400 VAC Supply Voltage

8MSC7S.dd-eeff-1
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Figure 54: Characteristic curve for 8MSC7S.dd-eeff-1
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Figure 55: Characteristic curve for S8MSC7M.dd-eeff-1

92 B&R Motion Control Overview Catalog 7/2003



Servo Motors ¢ Motor Data 8MSC7

8MSC7L.dd-eeff-1

021-87700210

NIC SANAT

-

=

Speed [min'1 ]

140
1(0/120) (2853/120) — n_ 3000 min"
120 N
— 100 3000/107
= ( ) \
Z 80
2 \
3
T 60 [0552)
o — \
S (3000/33.8)
20 N
\(3936/0)
0 1
0 500 1000 1500 2000 2500 3000 3500 4000

4500

Figure 56: Characteristic curve for 8MSC7L.dd-eeff-1
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1.16.3 Dimensions
EnDat Feedback Resolver Feedback Extension of Dimension K, depending on the Motor Option [mm] W)
Reinforced
Model Number Ko L M Model Number Ko L M Holding Brake Oil Seal A Side Bearing
8MSC7S.Ex-eeff-1 259 8MSC7S.R0-eeff-1 240
8MSC7M.Ex-eeff-1 282 65 34 8MSC7M.R0-eeff-1 263 46 20 44 Approx. 10
8MSC7L.Ex-eeff-1 316.5 8MSC7L.R0-eeff-1 297
Section Detail A- A Possible Connection Directions

210
64
32
A'P: 10 axma 3
i ! ;
. I I L FR- -y
M
2
S
13) 20 L
L4 'L'*‘ L 65
1 T 190x190
58 i Ky 65 216x216
i
1
A»:
A Side Flange Detail (standard bearing) Detail
4, . ,
;‘6.5
R EEEE 2207 8 N
HEEEEE E———- B b
Detail
(with oil seal)

\— Shaft key
4 A8 X7 x40

Table 65: Dimensions for servo motor 8MISC7

1) If a combination of motor options is used (e.g. holding brake and oil seal), the sum of the extensions for the individual motor options must be added to K.
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X
F Fronn Radial force
a o Fannn Axial force
X eevneereeens Distance between motor flange and the point the radial force F, is applied
—_4
Maximum radial force (for a mechanical bearing lifespan of 20000 operating hours)
Standard Bearing
1600
Z. 1400 ~ g
Ty 500 =
o) \ @
[ \ CRs
S 1200 — >
© D
T 1000 G
< 1000 B ®
€ ~— o)
= 1Y)
2 ~_ 1500 €
.§ —~ I a
800
= ]
\\\ 3000
[~ 4500
600 F ey (SMoOtH shaft)
. Frmax (shaft key)
T T T
0 10 20 30 40 50
Distance x [mm]
Maximum axial force
Standard Bearing
F, = 160N
max

Table 66: Maximum shaft load for BMSC7
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1.17 Motor Encoder Systems

The three-phase synchronous motors 8MS are available with EnDat encoders and also with resolver encoders.
1.17.1 EnDat Encoder

General Information

EnDat is a standard developed by Johannes Heidenhain GmbH (www.heidenhain.de), incorporating the advantages of
absolute and incremental position measurement and also offers a read/write parameter memory in the encoder. With
absolute position measurement (absolute position is read in serially), the homing procedure is usually not required. When
necessary, a multi-turn encoder (4096 revolutions) should be installed. To save costs, a single-turn encoder and a
reference switch can also be used. In this case, a homing procedure must be carried out.

The incremental process allows the short delay times necessary for position measurement on drives with exceptional
dynamic properties. With the sinusoidal incremental signal and the fine resolution in the EnDat module, a very high
positioning resolution is achieved in spite of the moderate signal frequencies used.

Technical data

Different types of EnDat encoders can be used depending on the requirements:

Order Code (dd)

Description 0" E1 E2"2 E3"? E49 E59
Encoder Type EnDat single-turn EnDat multi-turn EnDat single-turn EnDat multi-turn EnDat single-turn EnDat multi-turn
Resolution 512line 32line 512line
Recognizable Revolutions 4096 4096 4096
Precision +60" +400" £60"
Frequency Limit > 100 kHz (-3 dB) >6kHz (-3 dB) > 200 kHz (-3 dB)
Manufacturer Dr. Johannes Heidenhain GmbH

Internet Address www.heidenhain.de
Manufacturer's Product ID ECN1313 EQN1325 ECI1317 EQI1329 ECN1113 EQN1125

Table 67: Technical data for EnDat encoders
1) Not available for 8MSA2 motors.

2) Not available for 8MSA8 motors.
3) Only available for 8MSA2 motors.

1.17.2 Resolver

General Information

BRX type resolvers are used in the servo motors. These resolvers are fed with a single sinusoidal signal (reference signal)
and deliver two sinusoidal signals as the result. The amplitude of these signals change with the angular position (sine or

cosine form).

Technical data

Order Code (dd)
Description RO
Precision + 10 angular minutes
Non-Linearity +1 angular minute

Table 68: Technical data for the resolver
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The three-phase synchronous motors can be delivered with up to four different rated speeds depending on the size.

Overview

Available for Motor Size

Rated Speed ny [min'] " 8MSA2 8MSA3 8MSx4 8MSx5 8MSx6 8MSx7 8MSA8
2000 Yes?
3000 Yes 9 Yes Yes Yes Yes Yes
4500 Yes 9 Yes Yes Yes Yes
6000 Yes Yes Yes

1) Other windings/rated speeds are possible after arrangements have been made with B&R.

2) Not available for 8MSA8S and 8MSA8M motors.
3) Only available for 8MSA3L motors.
4) Not available for BMSABL and 8MSA8X motors.

1.18.2 Oil Seal

All three-phase synchronous motors are available with a form A oil seal according to DIN 3760. When equipped with an oil

Table 69: Available rated speeds

seal, the motors have IP65 protection according to IEC 60034-5.

The length of the motors is increased by the oil seal by a max. of 10 mm. Proper lubrication of the oil seal must be

guaranteed throughout the entire lifespan of the motor.

1.18.3 Holding Brake

All three-phase synchronous motors can be delivered with a holding brake that is installed directly behind the A flange on

the motor. It is used to hold the motor shaft when no power is applied to the servo motor.

Functionality

The holding brake is controlled by the ACOPOS servo drive. It uses permanent magnets that are demagnetized when 24
VDC is applied to a magnet winding. This releases the brake.

The brake is designed as a holding brake. It is not allowed to be used to for operational braking! If these conditions are met,

the brake has a lifespan of approximately 5,000,000 cycles (opening and closing the brake again is one cycle).

Loaded braking during an emergency stop is allowed - but reduces the lifespan.

Warning!

The holding brake is not intended for normal braking. The holding brake does not provide protection for
personnel. The maximum motor torque far exceeds the rated holding torque for the brake.

Technical Data for the Standard Holding Brake

Brake Data Motor Size
Description Charact Unit 8MSA2 8MSA3 8MSx4 8MSx5 8MSx6 8MSx7 8MSA8
er
Rated Holding Torque Mg, Nm 1.8 4 8 15 32 130
Rated Power Pin W 1 12 18 24 26 50
Maximum Speed Nrmax min’” 10000 10000 10000 10000 10000 8000
Rated Current lin A 0.46 0.5 0.75 1 1.08 2.08
Rated Voltage U v 24 \VDC +6 % /-10 %
Engaging Delay ton ms 25 35 40 50 90 190
Release Delay tof ms 6 7 7 10 22 65
Moment of Inertia Jgr kgem? 0.07 0.18 0.54 1.66 5.56 53
Mass Mg, kg 0.15 0.3 0.46 0.9 1.6 5.35
Table 70: Technical data for the standard holding brake
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1.18.4 Shaft End

The three-phase synchronous motors have shaft ends that comply to DIN 748. They can be delivered with a smoothed shaft
end or a keyed shaft end.

Smooth Shaft End

Smooth Shaft End Motor Standard Bearing Option "Reinforced A Side Bearing"
D [mm] L [mm] M T [mm] D [mm] L [mm] M T [mm]
8MSA2 96 24
1 [ | ewsas 146 % Ma 14
] 8MSx4 19k6 40 M5 14 24k6 50 M8 20
8MSx5
24k6 50 M8 20 32k6 58 M10 22
8MSx6
[a]
9 8MSx7 28k6 58 M10 22
e J 8MSASS
T 38k6 80 M12 30 42k6 80 M16 36
8MSABM
N 8MSABL
4 42k6 110 M12 30 55k6 110 M16 36
L — 8MSA8X

Table 71: Smooth shaft end dimensions

A smooth shaft end is used for a force-fit shaft-hub connection that guarantees a zero-play connection between shaft and
hub as well as smooth operation.

Information:

For connection of pinion gears, belt disks or similar drive elements, please use suitible clamping sets,
pressure sleeves or other fastening elements.

Drive elements must be protected against unintentional removal.

The end of the shaft has a threaded center hole which can be used to remove drive elements. V)

Keyed Shaft End

Keyed Shaft End Motor Standard Bearing Option "Reinforced A Side Bearing"
D L M T X | Shaft Key D L M T X | Shaft Key
[mm] | [mm] [mm] | [mm] | [mm] [mm] | [mm] [mm] | [mm] | [mm]
- 8MSA2 9k6 24 1.2 18 A3x3x18
-

8MSA3 | 14k6 | 30 M4 14 2 22 A5x5x22
8MSx4 19k6 | 40 M5 14 25 32 A6x6x32 | 24k6 | 50 M8 20 3 40 ABx7x40

N ! 8MSX5
J:l 24k6 | 50 | M8 | 20 32k6 | 58 | Mi0 | 22 3 40 | A10x8x40
8MSx6 40 | A8x7x40

8MSx7 28k6 58 M10 22

oD

=
! J 8MSA8S 3
T 38k6 | 80 | M12 | 30 Al0Xx8x63 | 42k6 | 80 | M16 | 36 3 63 | A12x8x63
8MSASM 6
| 8MSASL
4 | 426 | 110 | M12 | 30 A12x8x63 | 55k6 | 110 | M16 | 36 4 90 | A16x10x90
L — 8MSABX

Table 72: Keyed shaft end dimensions

The keyed shaft end can be used for a form-fit torque transfer with low demands on the shaft-hub connection and for
handling torques with a constant direction. The end of the shaft has a threaded center hole which can be used to mount
drive elements with shaft end disks. ")

1) Not for 8MSA2 motors.
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The keyways for the three-phase synchronous motors conform to keyway form N1 according to DIN 6885-1. Form A shaft
keys that conform to DIN 6885-1 are used. Balancing motors with keyways is done using the half-key convention according
to DIN ISO 8821.

Caution!

The shaft key can be deflected during heavy reverse operation. In extreme cases, this can cause the shaft
end to break!

Smooth shaft ends should be used preferably.

Load on the Shaft End
The three-phase synchronous motors are equipped with grooved ball bearings which are sealed on both sides and greased.

The radial and axial loads that occur on the shaft end during operation and installation must meet the conditions listed
below.

Caution!

The bearing elements are not allowed to be subject to shocks or impacts!
Incorrect handling will cause the lifespan of the bearings to be reduced or the bearing to be damaged.

Radial Force
The radial force F, on the shaft end is made up of the installation forces (e.g. belt tension on belt disks) and operational

forces (e.g. load torque on the pinion). The maximum radial force F, depends on the shaft end type, bearing type, average
speed, position where the radial force is applied and the desired lifespan of the bearings.

Warning!

Excessive radial force can cause premature wear on the bearings or, in extreme cases, can cause the shaft
end to break.

Caution!

When installing drive elements on the motor shaft, avoid a hyperstatic arrangement of the motor shaft

bearings. The tolerances that occur cause additional force on the motor shaft bearings.
This can significantly reduce the bearing's lifespan or damage the bearing!

Axial Force, Shift in Shaft Position caused by Axial Force

The axial force F, on the shaft end is made up of the installation forces (e.g. stress caused by installation) and operational
forces (e.g. thrust caused by slanted tooth pinions). The maximum axial force F, depends on the bearing type and the
desired lifespan of the bearings.

The fixed bearing is secured on the A flange with a retaining ring. The floating bearing is preloaded on the B flange with a
spring in the direction of the A flange. Axial forces in the direction of the B flange can cause the spring bias to be overcome
and the shaft is shifted by the amount of axial play in the bearing (approx. 0.1 - 0.2 mm). This shift can cause problems on
motors with holding brakes or motors with EnDat encoders (E2 and E3). Therefore, no axial force is permitted in the
direction of the B flange when using these motors.

Danger!

The shaft ends of motors with holding brakes are not allowed to have axial loads applied. Especially axial
forces in the direction of the B flange should be prevented because these forces can cause the brake to fail!
Information:

The shaft ends of motors with EnDat encoders (E2 and E3) are not allowed to have axial loads applied.

Especially axial forces in the direction of the B flange should be prevented because these forces can cause
encoder errors!
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Determining Permissible Values for F, and F,

Information to determine permissible values of F,and F, can be taken from the motor data for the respective three-phase
synchronous motors (see section 1.5 "Motor Data 8BMSA2" to section 1.16 "Motor Data 8MSC7"). Permissible values are
based on a bearing lifespan of 20000 h (bearing lifespan calculation based on DIN ISO 281).

1.18.5 Connection Direction

Three-phase synchronous motors with cooling type A are available with up to three different connection directions
depending on the size. For cooling type C, only the "top" connection direction is generally available.

Overview
Available for Motor Size
Connection Direction 8MSA2 8MSA3 8MSA4 8MSA5 8MSA6 8MSA7 8MSA8
Top Yes Yes Yes Yes Yes Yes Yes
A Side Yes Yes Yes
B Side Yes Yes Yes Yes Yes Yes Yes
Table 73: Available Connection Directions
Caution!
The plug must be connected and fastened correctly.
Incorrectly connecting the plug and tightening the union nuts can cause problems on the servo motor or
ACOPOS servo drive!

Detailed Dimensions for Top Connection Direction

Motor Size
Motor Connection 8MSA2 8MSA3 8MSx4 8MSx5 8MSx6 8MSx7 8MSA8
(8PM001.00-1, 8PM002.00-1, 8PM003.00-1)
U [mm] 87 142
V [mm] 87 + min. flex radius of the connection cable 7 142 + min. flex radius of the connection cable 7
W [mm] 2 Min. 18 Min. 20
Encoder Connection
(8PE001.00-1, 8PR001.00-1)
U [mm] 68
V [mm] 68 + min. flex radius of the connection cable
W [mm] 2 Min. 17

Table 74: Detailed dimensions for top connection direction

1) For B&R cables, the min. flex radius can be taken from chapter 4 "Cables".
2) This minimum distance must be met to ensure proper connection and removal of the connection cable.
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Detailed Dimensions for A Side, B Side Connection Directions

Motor Size
Motor Connection 8MSA2 | 8MSA3 ‘ 8MSA4 ‘ 8MSA5 | 8MSAG ‘ 8MSA7 8MSA8
(8PM001.00-1, 8PM002.00-1, 8PM003.00-1)
T [mm] 32 55
U [mm] 9% 152
V [mm] 95 + min. flex radius of the connection cable 152 + min. flex radius of the connection cable ")
W [mm] 2 Min. 18 Min. 20
Encoder Connection
(8PE001.00-1, 8PR001.00-1)
T [mm] 32
U [mm] 86
V [mm] 86 + min. flex radius of the connection cable
W [mm] 2 Min. 17

Table 75: Detailed dimensions for A side, B side connection directions

1) For B&R cables, the min. flex radius can be taken from chapter 4 "Cables".
2) This minimum distance must be met to ensure proper connection and removal of the connection cable.

Outer Dimensions of the Connectors

Motor Connector Size 1.5 (8PM003.00-1)

Encoder Connector Size 1 (8PE001.00-1, 8PR001.00-1)

Motor Connector Size 1 (8PM001.00-1, 8PM002.00-1)
69
T
@ 5
I
Not for BMSA8

97

-

@ m‘
[T]
<~

g

Only for 8MSA8

60

(O)
26

For all motors

Table 76: Outer dimensions of the connectors

Pin Assignments for the Motor Connector

Motors BMSA?2 ... 8BMSx7

Size 1 Pin Description Function
1 U Motor connection U
4 v Motor connection V
3 w Motor connection W
2 PE Protective ground conductor
A T+ Temperature +
B T- Temperature -
C B+ Brake +
D B- Brake -

Table 77: Pin assignments for motor connector size 1
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Motor 8BMSA8
Size 1.5 Pin Description Function

U U Motor connection U
\Y v Motor connection V
w w Motor connection W
+ PE Protective ground conductor
1 T+ Temperature +
2 T- Temperature -
+ B+ Brake +
- B- Brake -

Table 78: Pin assignments for motor connector size 1.5

Pin Assignments for the Encoder Connector

EnDat
Size 1 Pin Description Function
1 Sense +5V Sense input +5 V
2
3
4 Sense COM Sense input 0 V
5
6
7 +5V out/ 0.25A Encoder supply +5 V
8 T Clock output
9 T Clock output inverted
10 COM (1,3-9,11,13-15) Encoder supply 0 V
1
12 B Channel B
13 B\ Channel B inverted
14 D Data input
15 A Channel A
16 A\ Channel A inverted
17 D\ Data inverted
Table 79: Pin assignments for encoder connector size 1 (EnDat)
Resolver
Size 1 Pin Description Function
1
2
3 Cos Cosine input
4 Sin Sine input
5 Ref Reference output
6
7 Cos\ Cosine input inverted
8 Sin\ Sine input inverted
9 Ref\ Reference output inverted
10
1
12
Table 80: Pin assignments for encoder connector size 1 (Resolver)
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1.18.6 Determining the Order Code for Motor Options (ee)

The respective code (ee) for the order key can be taken from the following table:

Motor Options Code for Order Key (ee)
Connection Direction
Rated Speed ny [min-1] Qil Seal Holding Brake Shaft End ASide " B Side Top
Smooth M2 PO
No
Keyed M3 P1
No
Smooth M4 P2
Normal
Keyed M5 P3
20002
Smooth M8 P6
No Keyed M9 P7
eye
Yes 3
Smooth NoO P8
Normal
Keyed N1 P9
Smooth 30 B4 D2
No
Keyed 31 B5 D3
No
Smooth 32 B6 D4
Normal
Keyed 33 B7 D5
3000
Smooth 72 Co D8
No Keyed 3 C1 D9
eyel 7
Yes ¥
Smooth 74 C2 EO
Normal
Keyed 75 c3 E1
Smooth 66 V4 X2
No
Keyed 67 V5 X3
No
Smooth 68 V6 X4
Normal
Keyed 69 V7 X5
4500
N Smooth A2 wo X8
o
Keyed A3 w1 X9
Yes 3
Smooth A4 w2 Y0
Normal
Keyed A5 w3 Y1
Smooth 42 16 K4
No
Keyed 43 17 K5
No
Smooth 44 18 K6
Normal
Keyed 45 19 K7
60004
Smooth 84 J2 Lo
No Keyed 8 J3 L1
eye 5
Yes ¥
Smooth 86 J4 L2
Normal
Keyed 87 J5 L3

Table 81: Order key code (ee) for the motor options

1) The "A Side" connection direction is only available for motors 8ISA2, 8MSA3 and 8MSx4.

2) A rated speed of 2000 min™" is only available for motors 8MSx8.

3) The oil seal extends the motor length by a maximum of 10 mm (also see dimension K, in the respective dimensions image).
4) A rated speed of 6000 min" is only available for motors 8MSA2, 8MSA3 and 8MSx4.
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1.19 Terminology and Formula Symbols

Connection Direction, Bearing

A Side

B Side Top

Connector facing A side

D)
—
|
D h
A side bearing

Connector facing B side

] V==L )

Connector facing top

]

i

B side bearing

Formula Symbols

Table 82: Connection direction terminology, bearings

Term Sign Unit Description

Rated speed ny min”T Rated speed of the motor

Rated torque My Nm The rated torque is output by the motor (n = ny) when the rated current is being drawn.

This is possible for any length of time if the environmental conditions are correct.

Rated power Pn kw The rated power is output by the motor when n = ny.

This is possible for any length of time if the environmental conditions are correct.

Rated current In A The rated current is the effective value of the phase current (current in the motor supply line) for the generation of the rated
torque at the rated speed. This is possible for any length of time if the environmental conditions are correct.

Stall torque Mo Nm The "stall torque" is output by the motor at the speed ng and when the “stall current" is being drawn. This is possible for any
length of time if the environmental conditions are correct. The speed ng must be high enough so that the winding temperature
in all windings is uniform and stationary (ny = 50 min”" for B&R motors).

The continuous torque is reduced during actual standstill.

Stall current lo A The "stall current" is the effective value of the phase current (current in the motor supply line) for the generation of the "stall
torque" at the speed ny. This is possible for any length of time if the environmental conditions are correct.

The speed ny must be high enough so that the winding temperature in all windings is uniform and stationary (ng = 50 min”" for
B&R motors). The continuous current is reduced during actual standstill.

Maximum pulse torque Mnax Nm The maximum pulse torque is briefly output by the motor when the maximum pulse current is being drawn.

Maximum pulse current Imax A The maximum pulse current is the effective value of the phase current (current in the motor supply line) for the generation of
the maximum pulse torque. Only possible for a short time. The maximum pulse current is determined by the magnetic circuit.
Exceeding this value for a short time can cause irreversible damage (demagnetize the magnet material).

Maximum rotational a rad/s? Maximum acceleration of the motor without load and without brake. Value for the dynamics of the motor (corresponds to

acceleration without brake Mmax / J)-

Maximum speed Nmax min”T Maximum motor speed. This is a mechanical condition (centrifugal force, bearing wear).

Average speed Naver min’! Average speed for a cycle

Torque constant Kr Nm/A The torque constant determines the torque created by the motor with 1 A, phase current. This value applies at a motor
temperature of 20 °C. When the temperature increases, the torque constant is reduced (generally to 10 %).

When the current increases, the torque constant is reduced (generally starting at twice the value of the rated current).

Voltage constant Ke v/1000min™" | The voltage constant determines the effective value (phase-phase) of the reverse voltage (EMF) induced by the motor with a
speed of 1000 min”". This value applies at a motor temperature of 20°C. When the temperature increases, the voltage constant
is reduced (generally to 5 %). When the current increases, the voltage constant is reduced (generally starting at twice the value
of the rated current).

Stator resistance Roph Q Resistance measured in ohms between two motor leads (phase-phase) at 20 °C winding temperature. On B&R motors, the
windings use a star connection.

Stator inductance Loph mH Winding inductance measured between two motor leads.

Stator inductance depends on the rotor position.

Electrical time constant te) ms Corresponds to 1/5 of the time needed for the stator current to stabilize with constant operating conditions.

Thermal time constant ttherm min Corresponds to 1/5 of the time needed for the motor temperature to stabilize with constant operating conditions.

Moment of inertia without brake J kgem? Moment of inertia for the motor without holding brake.

Weight without brake m kg Weight of the motor without holding brake.

Moment of inertia of brake Jpr kgem? Moment of inertia for the built-in holding brake.

Weight of brake mg, kg Weight of the built-in holding brake.

Rated holding torque Mg, Nm Minimum torque required to hold the rotor when the brake is activated.

Rated power Pin w Rated power for the built-in holding brake.

Rated current lin A Rated current for the built-in holding brake.

Rated voltage Ui \ Operating voltage for the built-in holding brake.

Engaging delay ton ms Delay time required for the holding torque of the brake to be established after the operating voltage has been removed from
the holding brake.

Release delay toft ms Delay time required until the holding torque of the holding brake is reduced by 90% (the brake is released) after the operating
voltage has been returned to the holding brake.

Table 83: Formula Symbols
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Chapter 4 « Cables

1. General Description

B&R offers the cables for ACOPOS servo drives in six different lengths. All cables can be used for drag chain installations.

To prevent disturbances to encoder signals, the holding brake and temperature sensor wires are in the motor cable and not
in the EnDat or resolver cable.

1.1 Prefabricated Cables

Using B&R cables guarantees that the EMC limits are not exceeded. The cables are prefabricated in the EU and are
therefore subject to the strictest quality standards.

If other cables are used, make sure that they have the same wave parameters. If deviations exist, additional measures are
necessary to ensure that EMC guidelines are met.

1.2 Order Data

Model Number Short Description
Motor Cables
8CMxxx.12-1 1) Motor cable, length xxx m, 4 x 1.5mm2 + 2 x 2 x 0.75mm2, motor plug 8-pin Intercontec socket, can be used in cable drag chains, UL/CSA listed
8CMxxx.12-32 Motor cable, length xxx m, 4 x 4mm? + 2 x 2 x Tmm2, motor plug 8-pin Intercontec socket, can be used in cable drag chains, UL/CSA listed
8CMxxx.12-5 % Motor cable, length xxx m, 4 x 10mm? + 2 x 2 x 1.5mm?, motor plug 8-pin Intercontec socket, can be used in cable drag chains, UL/CSA listed
8CMxxx.12-8 Motor cable, length xxx m, 4 x 35mm?2 + 2 x 2 x 1.5mm?, can be used in cable drag chains, UL/CSA listed
EnDat Cables
8CExxx.12-1 EnDat cable, length xxx m, 10 x 0.14mm? + 2 x 0.5mm2, EnDat plug 17-pin Intercontec socket, servo connector 15-pin DSUB plug, can be used in cable
drag chains, UL/CSA listed
Resolver Cables
8CRxxx.12-1 lFjiﬁlsgIs\,/;::‘\rllcab(lie, length xxx m, 3 x 2 x 24 AWG/19, resolver plug 12-pin Intercontec socket, servo plug 9-pin DSUB plug, can be used in cable drag chains,
iste

Table 84: Overview of order data for cables

1) Standard fabrication; designed for use with ACOPOS servo drives 8V1022.00-x, 8V1045.00-x and 8V1090.00-x and motor sizes 2 to 7.
2) Standard fabrication; designed for use with ACOPOS servo drives 8V1180.00-x and 8V1320.00-x and motor sizes 2 to 7.
3) Standard fabrication; designed for use with ACOPOS servo drives 8V1640.00-x and 8V128M.00-x and motor size 8.

1) Custom fabrication of motor cables is available on request. For custom fabrication of motor cables, the plug size must be matched to the motor used!
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Model Number

Description

Motor Cables 1.5 mm2 ")

8CM005.12-1 Motor cable, length 5 m, 4 x 1.5mm? + 2 x 2 x 0.75mm2, motor plug 8-pin
Intercontec socket, can be used in cable drag chains, UL/CSA listed

8CM007.12-1 Motor cable, length 7m, 4 x 1.5mm? + 2 x 2 x 0.75mm2, motor plug 8-pin
Intercontec socket, can be used in cable drag chains, UL/CSA listed

8CM010.12-1 Motor cable, length 10m, 4 x 1.5mm?2 + 2 x 2 x 0.75mm?, motor plug 8-pin
Intercontec socket, can be used in cable drag chains, UL/CSA listed

8CM015.12-1 Motor cable, length 15m, 4 x 1.5mm? + 2 x 2 x 0.75mm2, motor plug 8-pin
Intercontec socket, can be used in cable drag chains, UL/CSA listed

8CM020.12-1 Motor cable, length 20m, 4 x 1.5mm?2 + 2 x 2 x 0.75mm?, motor plug 8-pin
Intercontec socket, can be used in cable drag chains, UL/CSA listed

8CM025.12-1 Motor cable, length 25m, 4 x 1.5mm? + 2 x 2 x 0.75mm2, motor plug 8-pin
Intercontec socket, can be used in cable drag chains, UL/CSA listed
Motor Cables 4 mm22

8CM005.12-3 Motor cable, length 5 m, 4 x 4mm?2 + 2 x 2 x Tmm2, motor plug 8-pin
Intercontec socket, can be used in cable drag chains, UL/CSA listed

8CM007.12-3 Motor cable, length 7m, 4 x 4mm? + 2 x 2 x Imm?, motor plug 8-pin
Intercontec socket, can be used in cable drag chains, UL/CSA listed

8CM010.12-3 Motor cable, length 10m, 4 x 4mm? + 2 x 2 x 1mm2, motor plug 8-pin
Intercontec socket, can be used in cable drag chains, UL/CSA listed

8CM015.12-3 Motor cable, length 15m, 4 x 4mm2 + 2 x 2 x Tmm2, motor plug 8-pin
Intercontec socket, can be used in cable drag chains, UL/CSA listed

8CM020.12-3 Motor cable, length 20m, 4 x 4mm? + 2 x 2 x 1mm2, motor plug 8-pin
Intercontec socket, can be used in cable drag chains, UL/CSA listed

8CM025.12-3 Motor cable, length 25m, 4 x 4mm2 + 2 x 2 x Tmm2, motor plug 8-pin
Intercontec socket, can be used in cable drag chains, UL/CSA listed
Motor Cables 10 mm2 %)

8CM005.12-5 Motor cable, length 5 m, 4 x 10mm? + 2 x 2 x 1.5mm2, motor plug 8-pin
Intercontec socket, can be used in cable drag chains, UL/CSA listed

8CM007.12-5 Motor cable, length 7m, 4 x 10mm?2 + 2 x 2 x 1.5mm2, motor plug 8-pin
Intercontec socket, can be used in cable drag chains, UL/CSA listed

8CM010.12-5 Motor cable, length 10m, 4 x 10mm? + 2 x 2 x 1.5mm2, motor plug 8-pin
Intercontec socket, can be used in cable drag chains, UL/CSA listed

8CM015.12-5 Motor cable, length 15m, 4 x 10mm2 + 2 x 2 x 1.5mm?, motor plug 8-pin
Intercontec socket, can be used in cable drag chains, UL/CSA listed

8CM020.12-5 Motor cable, length 20m, 4 x 10mm? + 2 x 2 x 1.5mm2, motor plug 8-pin
Intercontec socket, can be used in cable drag chains, UL/CSA listed

8CM025.12-5 Motor cable, length 25m, 4 x 10mm2 + 2 x 2 x 1.5mm?, motor plug 8-pin
Intercontec socket, can be used in cable drag chains, UL/CSA listed
Motor Cables 35 mm?

8CM005.12-8 Motor cable, length 5m, 4 x 35mm?2 + 2 x 2 x 1.5mm?, can be used in cable
drag chains, UL/CSA listed

8CM007.12-8 Motor cable, length 7m, 4 x 35mm? + 2 x 2 x 1.5mm2, can be used in cable
drag chains, UL/CSA listed

8CM010.12-8 Motor cable, length 10m, 4 x 35mm2 + 2 x 2 x 1.5mm?, can be used in cable
drag chains, UL/CSA listed

8CM015.12-8 Motor cable, length 15m, 4 x 35mm? + 2 x 2 x 1.5mm?, can be used in cable
drag chains, UL/CSA listed

8CM020.12-8 Motor cable, length 20m, 4 x 35mm2 + 2 x 2 x 1.5mm?, can be used in cable
drag chains, UL/CSA listed

8CM025.12-8 Motor cable, length 25m, 4 x 35mm? + 2 x 2 x 1.5mm?, can be used in cable

drag chains, UL/CSA listed

Table 85: Order data for motor cables

1) Standard fabrication; designed for use with ACOPOS servo drives 8V1022.00-x, 8V1045.00-x and 8V1090.00-x and motor sizes 2 to 7.
2) Standard fabrication; designed for use with ACOPOS servo drives 8V1180.00-x and 8V1320.00-x and motor sizes 2 to 7.
3) Standard fabrication; designed for use with ACOPOS servo drives 8V1640.00-x and 8V128M.00-x and motor size 8.
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2.2 Technical Data

2.2.1 1.5 and 4 mm2 Motor Cables
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Cables ¢ Motor Cables

Cable Type

Motor Cables 1.5 mm? Motor Cables 4 mm?

General Information

Cable Cross Section

4x1.5mm?+2x2x0.75 mm? 4x4mm?+2x2x1mm?

Wire Insulation
Wire Colors

Durability Oil resistant according to VDE 0472 part 803, as well as standard hydraulic oil
Certification UL AWM Style 20669, 90 °C, 600 V, E63216 and CSA AWM I/Il A/B, 90 °C, 600 V, FT1 LL46064
Conductor

Power Lines 1.5 mmz, tinned Cu wire

4 mm2, tinned Cu wire

Special thermoplastic material
Black, brown, blue, yellow/green

Signal Lines

Wire Insulation

0.75 mm?, tinned Cu wire | 1 mm2, tinned Cu wire

Special thermoplastic material

Wire Colors White, white/red, white/blue, white/green
Cable Structure |
Power Lines
Stranding No
Shield No
Signal Lines
Stranding White with white/red and white/blue with white/green
Shield Separate shielding for pairs, tinned Cu mesh, optical coverage > 85 % and foil banding
Cable Stranding With filler elements and foil banding
Cable Shielding Tinned Cu mesh, optical coverage > 85 % and wrapped in isolating fabric
Outer Sheathing
Material PUR
Color Orange, similar to RAL 2003 flat
Labeling BERNECKER + RAINER 4x1.5+2x2x0.75 FLEX BERNECKER + RAINER 4x4.0+2x2x1.5 FLEX

Electrical Characteristics

Conductor Resistance

Power Lines < 14 Q/km < 52 Q/km
Signal Lines < 29 Q/km < 14 Q/km
Insulation Resistance > 200 MQ per km
Isolation Voltage
Wire/Wire 3kV
Wire/Shield 1kV
Operating Voltage Max. 600 V
Mechanical Characteristics
Temperature Range
Moving -10°Cto +70 °C
Static -20 °C to +90 °C
Outer Diameter 12.8 mm + 0.4 mm 15.8 mm + 0.5 mm
Flex Radius >96 mm >118.5mm
Speed < 4mfs
Acceleration < 60 m/s?
Flex Cycles > 3,000,000
Weight 0.26 kg/m 0.45 kg/m

Table 86: Technical data for motor cables 1.5 and 4 mm?2
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2.2.2 10 and 35 mm? Motor Cables

Cable Type Motor Cables 10 mm? Motor Cables 35 mm?

General Information

Cable Cross Section 4x10mm2+2x2x 1.5 mm? 4x35mm2+2x2x15mm?

Durability Oil resistant according to VDE 0472 part 803, as well as standard hydraulic oil

Certification UL AWM Style 20669, 90 °C, 600 V, E63216 and CSA AWM I/1l A/B, 90 °C, 600 V, FT1 LL46064

Conductor

Power Lines 10 mm2, tinned Cu wire 35 mm?, tinned Cu wire

Wire Insulation

Special thermoplastic material

Wire Colors Black, brown, blue, yellow/green
Signal Lines 1.5 mmz, tinned Cu wire
Wire Insulation Special thermoplastic material
Wire Colors White, white/red, white/blue, white/green
Cable Structure
Power Lines
Stranding No
Shield No
Signal Lines
Stranding White with white/red and white/blue with white/green
Shield Separate shielding for pairs, tinned Cu mesh, optical coverage > 85 % and foil banding
Cable Stranding With filler elements and foil banding
Cable Shielding Tinned Cu mesh, optical coverage > 85 % and wrapped in isolating fabric
Outer Sheathing
Material PUR
Color Orange, similar to RAL 2003 flat
Labeling BERNECKER + RAINER 4x10.0+2x2x1.5 FLEX BERNECKER + RAINER 4x35.0+2x2x1.5 FLEX

Electrical Characteristics

Conductor Resistance

Power Lines < 21 Qkm < 0.6 Q/km
Signal Lines < 14 Q/km < 14 Q/km
Insulation Resistance > 200 MQ per km
Isolation Voltage
Wire/Wire 3kV
Wire/Shield 1kV
Operating Voltage Max. 600 V
Mechanical Characteristics
Temperature Range
Moving -10°Cto +70 °C
Static -20 °Cto +90 °C
Outer Diameter 20.1 mm £ 0.7 mm 325mm+1mm
Flex Radius >150.8 mm >243.8 mm
Speed < 4mls
Acceleration < 60 m/s?
Flex Cycles > 3,000,000
Weight 0.77 kg/m 2.2kg/m
Table 87: Technical data for motor cables 10 and 35 mm?2
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3. EnDat Cable

3.1 Order Data
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Cables * EnDat Cable

Model Number

Description

Image

8CE005.12-1

EnDat cable, length 5m, 10 x 0.14mm? + 2 x 0.5mm?, EnDat plug 17-pin
Intercontec socket, servo connector 15-pin DSUB plug, can be used in cable
drag chains, UL/CSA listed

8CE007.12-1

EnDat cable, length 7m, 10 x 0.14mm? + 2 x 0.5mm?, EnDat plug 17-pin
Intercontec socket, servo connector 15-pin DSUB plug, can be used in cable
drag chains, UL/CSA listed

8CE010.12-1

EnDat cable, length 10m, 10 x 0.14mm? + 2 x 0.5mm2, EnDat plug 17-pin
Intercontec socket, servo connector 15-pin DSUB plug, can be used in cable
drag chains, UL/CSA listed

8CE015.12-1

EnDat cable, length 15m, 10 x 0.14mm? + 2 x 0.5mm2, EnDat plug 17-pin
Intercontec socket, servo connector 15-pin DSUB plug, can be used in cable
drag chains, UL/CSA listed

8CE020.12-1

EnDat cable, length 20m, 10 x 0.14mm? + 2 x 0.5mm?, EnDat plug 17-pin
Intercontec socket, servo connector 15-pin DSUB plug, can be used in cable
drag chains, UL/CSA listed

8CE025.12-1

EnDat cable, length 25m, 10 x 0.14mm? + 2 x 0.5mm?, EnDat plug 17-pin
Intercontec socket, servo connector 15-pin DSUB plug, can be used in cable
drag chains, UL/CSA listed

Table 88: Order data for EnDat cables

3.2 Technical Data

Cable Type EnDat Cables
General Information
Cable Cross Section 10 x 0.14 mm? + 2 x 0.50 mm?
Durability Oil resistant according to VDE 0472 part 803, as well as standard hydraulic oil
Certification UL AWM Style 20963, 80 °C, 30 V, E63216 and CSA AWM I/Il A/B, 90 °C, 30 V, FT1 LL46064
Conductor
Signal Lines 0.14 mmg, tinned Cu wire
Wire Insulation Special thermoplastic material
Wire Colors Blue, brown, yellow, gray, green, pink, red, black, violet, white
Supply Lines 0.5 mm2, tinned Cu wire
Wire Insulation Special thermoplastic material
Wire Colors White/green, white/red
Cable Structure
Signal Lines
Stranding No
Shield No
Supply Lines
Stranding White/red with white/green and filler elements
Shield No
Cable Stranding With foil banding
Cable Shielding Cu mesh, optical coverage > 85 % and wrapped in isolating fabric
Outer Sheathing
Material PUR
Color Orange, similar to RAL 2003 flat
Labeling BERNECKER + RAINER 10x0.14+2x0.50 FLEX
Electrical Characteristics
Conductor Resistance
Signal Lines < 140 OQ/km
Supply Lines < 40 Q/km
Insulation Resistance > 200 MQ per km
Isolation Voltage
Wire/Wire 1.5kV
Wire/Shield 0.8kV
Operating Voltage Max. 30 V

Table 8

9: Technical data for EnDat cables
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Cable Type EnDat Cables
Mechanical Characteristics
Temperature Range
Moving -10°Cto +70 °C
Static -20°Cto +90 °C
Outer Diameter 7.3 mm +0.25 mm
Flex Radius >55mm
Speed < 4m/s
Acceleration < 60 m/s?
Flex Cycles > 3,000,000
Weight 0.08 kg/m
Table 89: Technical data for EnDat cables (cont.)
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4. Resolver Cables

4.1 Order Data

Model Number

Description

8CR005.12-1

Resolver cable, length 5m, 3 x 2 x 24 AWG/19, resolver plug 12-pin
Intercontec socket, servo plug 9-pin DSUB plug, can be used in cable drag
chains, UL/CSA listed

8CR007.12-1

Resolver cable, length 7m, 3 x 2 x 24 AWG/19, resolver plug 12-pin
Intercontec socket, servo plug 9-pin DSUB plug, can be used in cable drag
chains, UL/CSA listed

8CR010.12-1

Resolver cable, length 10m, 3 x 2 x 24 AWG/19, resolver plug 12-pin
Intercontec socket, servo plug 9-pin DSUB plug, can be used in cable drag
chains, UL/CSA listed

8CR015.12-1

Resolver cable, length 15m, 3 x 2 x 24 AWG/19, resolver plug 12-pin
Intercontec socket, servo plug 9-pin DSUB plug, can be used in cable drag
chains, UL/CSA listed

8CR020.12-1

Resolver cable, length 20m, 3 x 2 x 24 AWG/19, resolver plug 12-pin
Intercontec socket, servo plug 9-pin DSUB plug, can be used in cable drag
chains, UL/CSA listed

8CR025.12-1

Resolver cable, length 25m, 3 x 2 x 24 AWG/19, resolver plug 12-pin
Intercontec socket, servo plug 9-pin DSUB plug, can be used in cable drag
chains, UL/CSA listed

Table 90: Order data for resolver cables

4.2 Technical Data

Cable Type Resolver Cables
General Information
Cable Cross Section 3x2x24 AWG/19

Durability Oil resistant according to VDE 0472 part 803, as well as standard hydraulic oil
Certification UL AWM Style 20671, 90 °C, 30 V, E63216 and CSA AWM, 90 °C, 30 V, I/ll A/B FT1 LL46064
Conductor
Signal Lines 24 AWG/19, tinned Cu wire
Wire Insulation Special thermoplastic material
Wire Colors White, brown, green, yellow, gray, pink
Cable Structure
Signal Lines
Stranding White with brown, green with yellow, gray with pink
Shield No
Cable Stranding The 3 pairs together covered by foil banding
Cable Shielding Cu mesh, optical coverage > 90 % and wrapped in isolating fabric
Outer Sheathing
Material PUR
Color Orange, similar to RAL 2003 flat
Labeling BERNECKER + RAINER 3x2x24 AWG FLEX
Electrical Characteristics
Conductor Resistance 24 AWG < 86 Qkm
Insulation Resistance > 200 MQ per km
Isolation Voltage
Wire/Wire 1.5kV
Wire/Shield 0.8 kV
Operating Voltage Max. 30 V
Mechanical Characteristics
Temperature Range
Moving -10°Cto +80 °C
Static -40 °Cto +90 °C
Outer Diameter 6.5 mm £ 0.2 mm
Flex Radius >50 mm
Speed < 4mfs
Acceleration <60 m/s?
Flex Cycles > 3,000,000
Weight 0.07 kg/m

Table 91: Technical data for resolver cables

B&R Motion Control Overview Catalog 7/2003

111

Chapter 4

Cables



021-87700210

NIC SANAT r‘
Catle S0

-

www.nicsanat.com @

Cables * Resolver Cables

112 B&R Motion Control Overview Catalog 7/2003



021-87700210

NIC SANAT r
Caie S0

Connectors * General Description

Chapter 5 « Connectors

1. General Description

B&R offers five different motor/encoder connectors for AC servo motors. All connectors have IP67 protection. The metallic
housing provides a protective ground connection on the housing according to VDE 0627. All plastic used in the connector
is UL94/VO listed. High quality, gold plated cage connector contacts guarantee a high level of contact security even when
reinserted many times.

Using B&R connectors guarantees that the EMC limits for the connection are not exceeded. Make sure that connectors are
put together correctly including a proper shield connection.

1.1 Order Data

Model Number Short Description

Motor connector for cable diameters 9 -17 mm

8PM001.00-1 1) Motor plug 8-pin Intercontec socket, crimp range 4 x 0.5-2.5mm? + 4 x 0.06-1.0mmz, for cable g 9-14mm, IP67, UL/CSA listed

8PM002.00-1 1) Motor plug 8-pin Intercontec socket, crimp range 4 x 0.5-4.0mm? + 4 x 0.06-1.0mmz, for cable @ 14-17mm, IP67, UL/CSA listed
Motor connector for cable diameters 17 - 26 mm

8PM003.00-1 2 Motor plug 8-pin Intercontec socket, crimp range 4 x 1.5-10mm? + 4 x 0.5-2.5mm?, for cable ¢ 17-26mm, IP67, UL/CSA listed
EnDat Connector

8PE001.00-1 EnDat Connector 17 pin Intercontec socket, crimp range 17 x 0.06-1.0mm?, for cable ¢ 9-12mm, IP67, UL/CSA listed
Resolver Connector

8PR001.00-1 Resolver connector 12 pin Intercontec socket, crimp range 12 x 0.06-1.0mm2, for cable @ 5.5-10.5mm, IP67, UL/CSA listed

Table 92: Overview of order data for connectors

1) For motor sizes 2t0 7.
2) For motor size 8.
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2. Motor Connectors

2.1 8PM001.00-1, 8PM002.00-1

2.1.1 Order Data

NIC SANAT
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Model Number Description

Cable Diameter 9 - 17 mm

8PM001.00-1 Motor plug 8-pin Intercontec socket, crimp range 4 x 0.35-2.5mm? +
4 % 0.06-1.0mm?, for cable g 9-14mm, IP67, UL/CSA listed
8PM002.00-1 Motor plug 8-pin Intercontec socket, crimp range 4 x 2.5-4.0mm2 +

4 % 0.06-1.0mm?, for cable g 14-17mm, IP67, UL/CSA listed

2.1.2 Technical Data

Table 93: Order data for motor connector size 1

Product ID

8PM001.00-1 8PM002.00-1

General Information

Connector Size Size 1

Contacts 8 (4 power and 4 signal contacts)
Degree of Pollution 3

Installation Altitude Up t0 2,000 m

Insulator PA 6.6/ PBT, UL94/VO listed
Contacts Gold plated brass
Protective Ground Connection on Housing According to VDE 0627
Protection according to DIN 40050 IP67 when connected
Certifications UL/CSA
Electrical Characteristics
Overvoltage Category 3
Power Contacts
Rated Current 30A
Rated Voltage 630 VAC/VDC
Isolation Voltage (L-L) 6000 V
Contact Resistance <3mQ
Signal Contacts
Rated Current 10A
Rated Voltage 250 VAC/VDC
Isolation Voltage (L-L) 2500 V
Contact Resistance <5mQ
Mechanical Characteristics
Temperature Range -20°Cto+130°C

Housing Material

Zinc die cast / brass, nickel plated

Gaskets FPM/HNBR
Mating Cycles >50
Crimp Range 4x0.35-25 mm? +4x0.06 - 1 mm? 4x25-4mm2+4x0.06 -1 mm?2
Cable o 9.5-14.5mm 14 -17 mm
Manufacturer Information
Manufacturer INTERCONTEC
Internet Address www.intercontec.biz
Manufacturer's Product ID BSTA 108 FR 05 58 0036 000 BSTA 108 FR 35 59 0036 000

Table 94: Technical data for motor connectors 8PM001.00-1, 8PM002.00-1
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2.2.1 Order Data
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Model Number Description

Image

Cable Diameter 17 -26 mm

8PM003.00-1

Motor plug 8-pin Intercontec socket, crimp range 4 x 1.5-10mm? + 4 x 0.5-
2.5mm, for cable g 17-26mm, IP67, UL/CSA listed

2.2.2 Technical data

Table 95: Order data for motor connector size 1.5

Product ID 8PM003.00-1

General Information

Connector Size Size 1.5

Contacts 8 (4 power and 4 signal contacts)
Degree of Pollution 3

Installation Altitude Up to 2,000 m

Insulator PA 6.6/ PBT, UL94/VO listed
Contacts Gold plated brass
Protective Ground Connection on Housing According to VDE 0627

Protection according to DIN 40050

IP67 when connected

Certifications UL/CSA

Electrical Characteristics

Overvoltage Category 3

Power Contacts
Rated Current 75A
Rated Voltage 630 VAC/VDC
Isolation Voltage (L-L) 6000 V
Contact Resistance <1mQ

Signal Contacts
Rated Current 30A
Rated Voltage 630 VAC/VDC
Isolation Voltage (L-L) 4000 V
Contact Resistance <3mQ

Mechanical Characteristics

Temperature Range -20°Cto +130 °C

Housing Material

Magnesium die cast / aluminum, nickel plated

Gaskets FPM/HNBR
Mating Cycles >50
Crimp Range 4x1.5-10mm2+4x0.5-2.5mm?
Cable o 17 -26 mm
Manufacturer Information
Manufacturer INTERCONTEC

Internet Address www.intercontec.biz

Manufacturer's Product ID

CSTA 264 FR 48 25 0001 000

Table 96: Technical data for motor connector 8PM003.00-1
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3. Encoder Connectors

3.1 EnDat Connector

3.1.1 Order Data

Model Number Description Image
EnDat Connector

8PE001.00-1

EnDat plug 17-pin Intercontec socket, crimp range 17 x 0.06-1.0mm?, for
cable @ 9-12mm, P67, UL/CSA listed

3.1.2 Technical Data

Table 97: Order data for EnDat connector size 1

Product ID 8PE001.00-1
General Information

Connector Size Size 1

Contacts 17 signal contacts
Degree of Pollution 3

Installation Altitude Up t0 2,000 m
Insulator PA 6.6/ PBT, UL94/VO listed
Contacts Gold plated brass
Protective Ground Connection on Housing According to VDE 0627

Protection according to DIN 40050

IP67 when connected

Certifications UL/CSA
Electrical Characteristics
Overvoltage Category 3
Signal Contacts
Rated Current 9A
Rated Voltage 125 VAC/VDC
Isolation Voltage (L-L) 2500 V
Contact Resistance <5mQ
Mechanical Characteristics
Temperature Range -20°Cto+130°C

Housing Material

Zinc die cast / brass, nickel plated

Gaskets FPM/HNBR

Mating Cycles >50

Crimp Range 17 x 0.06 - 1 mm?

Cable o 9-12mm

Manufacturer Information

Manufacturer INTERCONTEC
Internet Address www.intercontec.biz

Manufacturer’s Product ID

ASTA 035 FR 11 12 0035 000

Table 98: Technical data for EnDat connector 8PE001.00-1
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3.2.1 Order Data
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Model Number

Description

Resolver Connector

8PR001.00-1

Resolver plug 12-pin Intercontec socket, crimp range 12 x 0.06-1.0mm?, for
cable @ 5.5-10.5mm, IP67, UL/CSA listed

3.2.2 Technical Data

Table 99: Order data for resolver connector size 1

Product ID 8PR001.00-1
General Information

Connector Size Size 1
Contacts 12 signal contacts
Degree of Pollution 3
Installation Altitude Up to 2,000 m

Insulator PA 6.6/ PBT, UL94/VO listed
Contacts Gold plated brass
Protective Ground Connection on Housing According to VDE 0627

Protection according to DIN 40050

IP67 when connected

Certifications UL/CSA
Electrical Characteristics
Overvoltage Category 3
Signal Contacts
Rated Current 9A
Rated Voltage 160 VAC /VDC
Isolation Voltage (L-L) 2500 V
Contact Resistance <5mQ
Mechanical Characteristics
Temperature Range -20°Cto +130 °C

Housing Material

Zinc die cast / brass, nickel plated

Gaskets FPM/HNBR

Mating Cycles >50

Crimp Range 12x0.06 - 1 mm?

Cable o 5.5-10.5mm

Manufacturer Information

Manufacturer INTERCONTEC
Internet Address www.intercontec.biz

Manufacturer’s Product ID

ASTA 021 FR 11 10 0035 000

Table 100: Technical data for resolver connector 8PR001.00-1
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Chapter 6 * Manuals and Catalogs

1. User's Manuals

1.1 Order Data

Model Number Short Description Image
User's Manual

MAACP2-0 ACOPOS User's Manual German

MAACP2-E ACOPOS User's Manual English

Table 101: Order data for user's manuals
2. Catalogs

2.1 Order Data

Model Number Short Description Image
Catalog

MAMSKAT-0 B&R Motion Control Overview Catalog German

MAMSKAT-E B&R Motion Control Overview Catalog English

Table 102: Order data for catalogs
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Chapter 7  Standards and Certifications

1. Valid European Guidelines

e EMC guidelines 89/336/EWG
* Low-voltage guidelines 73/23/EWG
e Machine guidelines 98/37/EG

2. Valid Standards for Servo Drives

Standard Description
IEC/EN 61800-2 Adjustable speed electrical power drive systems
 Part 2: General requirements; Rating specifications for low voltage adjustable frequency AC power drive systems
IEC/EN 61800-3 Adjustable speed electrical power drive systems
¢ Part 3: EMC product standard including specific test methods
IEC 61800-5 (draft) Adjustable speed electrical power drive systems

« Part 5: Electrical, thermal and functional safety aspects; drive systems with electrically adjustable speed (IEC 22G/CD:1998)

IEC/EN 61131-2

Programmable logic controllers
* Part 2: Equipment requirements and tests

IEC 60204-1 Safety of machinery - electrical equipment on machines
¢ Part 1: General requirements
EN 1037 Safety of machinery - prevention of unexpected start-up
IEC 61508 Functional safety of electrical, electronic, programmable electronic systems
EN 954-1 Safety of machinery - safety-related parts of control systems
* Part 1: General design principles ")
UL 508 C Industrial control equipment

 Part 6: Solid-state AC Motor Controllers

Table 103: Valid Standards for Servo Drives

1) TOV: Sample test for secure restart inhibit according to EN 954-1 category 3 is in preparation.

The limit values specified from section 2.1 "Environmental Limits" to section 2.4 "Other Environmental Limit Values
according to IEC 61800-2" are taken from product standard IEC 61800 for servo drives in industrial environments
(2nd environment). Stricter test procedures and limit values are used during the type tests for ACOPOS servo drives.
Additional information is available from B&R.
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2.1 Environmental Limits

2.1.1 Mechanical Conditions according to IEC 61800-2

Operation

|IEC 60721-3-3, class 3M1

IEC 61800-2

Vibration during operation

2<f<9Hz 0.3 mm amplitude
9<f<200 Hz 1 m/s? acceleration
Table 104: Mechanical conditions during operation
Transport

IEC 60721-3-2, class 2M1

IEC 61800-2

Vibration during transport
2 <f<9Hz
9 <f<200Hz
200 < f <500 Hz

3.5 mm amplitude
10 m/s2 acceleration
15 m/s2 acceleration

Table 105: Mechanical conditions during transport

2.1.2 Climate Conditions according to IEC 61800-2

Operation

IEC 60721-3-3, class 3K3

IEC 61800-2

Environmental temp. during operation

5t040°C

Relative humidity during operation

5 -85 %, non-condensing

Storage

Table 106: Climate conditions during operation

|IEC 60721-3-1, class 1K4

IEC 61800-2

Storage temperature

-25t0 +55 °C

Table 107: Climate conditions (temperature) during storage

IEC 60721-3-1, class 1K3

IEC 61800-2

Relative humidity during storage

5 - 95 %, non-condensing

Table 108: Climate conditions (humidity) during storage

Transport
IEC 60721-3-2, class 2K3
|IEC 61800-2
Transport temperature -25t0 +70 °C
Relative humidity during transport 95 % at 40 °C

Table 109: Climate conditions during transport

122

B&R Motion Control Overview Catalog 7/2003



021-87700210

NIC SANAT

-

=

Standards and Certifications ¢ Valid Standards for Servo Drives

2.2 Requirements for Immunity to Disturbances (EMC)
2.2.1 Evaluation Criteria (performance criteria)

Criteria A ...... Test object not influenced during test.
Criteria B ...... Test object only temporarily influenced during test.

Criteria C ...... The system does not reboot automatically (reset required).
2.2.2 Low Frequency Disturbances according to IEC 61800-3
The following limits are valid for industry (2" environment).

Power Mains Harmonics and Commutation Notches / Voltage Distortions

IEC 61000-2-4, class 3

IEC 61800-3 Performance Criteria
Harmonics THD=10% A
Short harmonics (< 15 s) 1.5x continuous level B

Table 110: Limits for power mains harmonics

|IEC 60146-1-1, class 3

IEC 61800-3 Performance Criteria

Commutation notches Depth =40 %, A
total area = 250 % x degree

Table 111: Limit values for commutation notches / voltage distortions

Voltage Changes, Deviations, Dips and Short-term Interruptions

IEC 61000-2-4, class 3

IEC 61800-3 Performance Criteria
Voltage changes and deviations +10 % A
Voltage changes and deviations (< 1 min) +10%to-15%

Table 112: Limit values for voltage changes and deviations

IEC 61000-2-1

IEC 61800-3 Performance Criteria

Voltage dips and short-term interruptions 10 % to 100 % C

Table 113: Limit values for voltage dips and short-term interruptions

Asymmetric Voltage und Frequency Changes

IEC 61000-2-4, class 3

IEC 61800-3 Performance Criteria
Asymmetric voltages 3 % negative component
Frequency change and change rate +£2%,1%/s A

(24 %, 2 %Is if the power supply is isolated
from general power mains)

Table 114: Limit values for asymmetric voltages and frequency changes
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2.2.3 High Frequency Disturbances according to IEC 61800-3
These immunity tests are valid for industrial environments (2nd environment).
Electrostatic Discharge
Tests according to IEC 61000-4-2
IEC 61800-3 Performance Criteria
Contact discharge to powder-coated and bare metal housing parts 6 kV 5
Discharge through the air to plastic housing parts 8kV
Table 115: Limits for electrical discharge
Electromagnetic Fields
Tests according to IEC 61000-4-3
IEC 61800-3 Performance Criteria
Housing, completely wired 80 MHz - 1 GHz, 10 V/m, A
80 % amplitude modulation
at 1 kHz
Table 116: Limits for electromagnetic fields
Burst
Tests according to IEC 61000-4-4
IEC 61800-3 Performance Criteria
Power connection 2KV, 1 min, direct coupling
Lines for measurement and control functions near the process 2KV, 1 min B
Signal interfaces, other lines 1kV, 1 min
Table 117: Limits for burst
Surge
Tests according to IEC 61000-4-5
IEC 61800-3 Performance Criteria
Power connection 1KV (2 Q) "), DM, symmetrical B
2KV (120) V', CM, unsymmetrical
Table 118: Limits for surge
1) The impedance was added from I[EC 61000-4-5 because it is not defined in IEC 61800-3.
High Frequency Conducted Disturbances
Tests according to IEC 61000-4-6
IEC 61800-3 Performance Criteria
Power connection 0.45-80 MHz, 10V,
Lines for measurement and control functions near the process 80 % amplitude modulation A
- . : at 1 kHz
Signal interfaces, other lines

Table 119: Limits for conducted disturbances (radio frequency)
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2.3.1 High Frequency Emissions according to IEC 61800-3

These emissions tests are valid for industrial environments (2nd environment).

Emissions on the Power Connections

Tests according to IEC 55011

Continuous Current on Motor Frequency Range [MHz] Quasi-peak Value Average
0.15<f<0.5 100 dB (pV) 90 dB (uV)
1<100 A 05<f<5 86.dB (V) 76 dB (uV)
5<f<30 90dB (uV) 80 dB (uV)
0.15<f<0.5 130 dB (uV) 120 dB (pV)
100A<I 05<f<5 125 dB (uV) 115.dB (pV)
5<f<30 115 dB (uV) 105 dB (pV)

Electromagnetic Emissions

Table 120: Limits for emissions on the power connections

Tests according to IEC 55011

Frequency Range [MHz]

Quasi-peak Value

40 dB (uV/m), measured at distance of 30 m )

50 dB (uV/m), measured at distance of 30 m )

Table 121: Limits for electromagnetic emissions

1) The limit values were increased by 10 dB (uV/m) when measuring from distances of 10m.

2.4 Other Environmental Limit Values according to IEC 61800-2

IEC 61800-2
Degree of pollution according to IEC 61800-2, 4.1.2.1. 2
Over-voltage category according to |EC 60364-4-443:1999 Il
Protection according to I[EC 60529 IP20
Reduction of the continuous current at installation altitudes over 500 m 10 % per 1000 m
above sea level
Maximum Installation Altitude 2000m "

Table 122: Additional environmental limits

1) Additional requirements are to be arranged with B&R.
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3. Valid Standards for Servo Motors

Standard Description
IEC 60034-1 Rotating electrical machines
¢ Part 1: measurement and operational behavior
IEC 60034-5 Rotating electrical machines
* Part 5: Degrees of protection provided by the integral design of rotating electrical machines (IP code)
IEC 60034-6 Rotating electrical machines
¢ Part 6: Methods of cooling (IC code)
IEC 60034-7 Rotating electrical machines
* Part 7: Classification of types of construction, mounting arrangements and terminal box position (IM code)
IEC 60034-11 Rotating electrical machines
 Part 11: Built-in thermal protection
IEC 60034-14 Rotating electrical machines
* Part 14: Mechanical vibration of certain machines with shaft heights 56 mm and higher; measurement, evaluation and limits of vibration
DIN ISO 281 Rolling Bearing, Dynamic Load Ratings and Rating Life
DIN 580 Lifting eye bolts
DIN 748 Cylindrical shaft ends for electrical machines
DIN 3760 Rotary oil seals
DIN 6885-1 Drive type fastenings without taper action; keys, keyways, deep pattern
DIN ISO 8821 Mechanical vibration; convention for balancing shaft/fittings and key type
DIN 42948 Mounting flanges for electrical machines
DIN 42955 Concentricity of the shaft end, coaxial mounting flanges for rotary electrical machines; tolerances, tests
UL 1004 Standard for Electric Motors

Table 123: Valid standards for servo motors

4. International Certifications

B&R products and services comply with the applicable standards. They are international standards from organizations such
as ISO, IEC and CENELEC, as well as national standards from organizations such as UL, CSA, FCC, VDE, OVE, etc. We
give special consideration to the reliability of our products in an industrial environment.

Certifications
USA and Canada Allimportant B&R products are tested and listed by Underwriters Laboratories and are checked quarterly by a UL
inspector.
This mark is valid for the USA and Canada and eases certification of your machines and systems in these areas.
H us
USA and Canada All three-phase synchronous motors 8MS are tested and listed by Underwriters Laboratories.

This mark is valid for the USA and Canada and eases certification of your machines and systems in these areas.

C“ Us

Europe All harmonized EN standards for the valid guidelines are met.
* K %
* *
*CE
* *
Xy X
Russian Federation GOST-R certification is available for the export of all B&R ACOPOS servo drives in the Russian Federation.

P
S

Table 124: International Certifications

126 B&R Motion Control Overview Catalog 7/2003



021-87700210

NIC SANAT

=

Standards and Certifications * Standards, Definitions for Safety Techniques

5. Standards, Definitions for Safety Techniques

Stop Functions according to IEC 60204-1/11.98 (electrical equipment for machines, part 1: general requirements)

The following three stop function categories exist:

Category Description
0 Stop by immediately switching off the power to the machine drive elements (i.e. uncontrolled stop).
1 A controlled stop, the power to the machine drive elements remains on until the stop procedure is completed. The power is switched off after the stop is complete.
2 A controlled stop, the power to the machine drive elements is not switched off.

Table 125: Overview of stop function categories

The necessary stop functions must be determined based on a risk evaluation for the machine. Stop functions in category 0
and category 1 must be able to function regardless of the operating mode. A category 0 stop must have priority. Stop
functions must have priority over assigned start functions. Resetting the stop function is not allowed to cause a dangerous
state.

Emergency stops according to
requirements)

IEC 60204-1/11.98 (electrical equipment for machines, part1: general

The following requirements are valid for emergency stops in addition to the requirements for the stop functions:

* It must have priority over all other functions and operations in all operating modes.

e The power to the machine drive elements which can cause a dangerous state must be switched off as quickly as
possible without creating other dangers.

¢ Resetting is not allowed to cause a restart.

Emergency stops must be category 0 or category 1 stop functions. The necessary stop function must be determined based
on a risk evaluation for the machine.

For emergency stop function in stop category 0, only hard wired, electromechanical equipment can be used. Additionally,
the function is not allowed to depend on electronic switching logic (hardware or software) or the transfer of commands via
a communication network or data connection. V)

When using a category 1 stop function for the emergency stop function, it must be guaranteed that the power to the machine
drive elements is completely switched off. These elements must be switched off using electromechanical equipment . )

Safety category according to EN 954-1/03.97 (safety of machines - safety related parts of control systems, part 1:
general design principles) 2

The safety related parts of control systems must meet one or more of the requirements for five defined safety categories.
The safety categories define the required behavior of safety related controller parts regarding their resistance to errors.

Safety Category Safety Integrity Level - SIL | Short Description System Behavior
(according to EN 954-1) (according to IEC 61508-2)
B Safety related parts must be designed and built so that Caution!
they can meet the expected operational requirements.
An error can cause the safety function to fail.
(No specific safety measures are implemented.)
1 1 Safety related parts must be designed and built so that Caution!
only reliable components and safety principles are used.
An error can cause the safety function to fail.
(e.g. preventing short circuits by using sufficient distances,
reducing the probability of errors by over-dimensioning
components, defining the failure route - closed-circuit
current principle, etc.)
2 1 Safety related parts must be designed so that their safety | Caution!
functions are checked in suitable intervals by the machine
controller. An error between checks can cause the safety
function to fail. If the safety function fails, it will be
(e.g. automatic or manual check during start-up) recognized during the check.
3 2 Safety related parts must be designed so that individual | Caution!
errors do not cause the safety function to fail. Individual
errors should - if possible - be recognized the next time (or | The safety function remains active when an error
before) the safety function is required. occurs. Some, but not all errors are recognized. A
buildup of errors can cause the safety function to fail.

Table 126: Safety category overview

1) In accordance to the national foreword for the valid German version of IEC 60204-1/11.98, it is determined that electronic equipment (and also especially for emergency stop
systems) can be used regardless of the stop category, if e.g. it provides the same safety using the standards EN 954-1 and/or I[EC 61508 as required by IEC 60204-1.

2) To prevent confusing EN 951-1 categories with IEC 60204-1 stop categories, the term "safety categories" was used in the text shown above for EN 954-1 categories.
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errors do not cause the safety function to fail. Individual
errors must be recognized the next time (or before) the
safety function is required. If this type of recognition is not
possible, a buildup of errors is not allowed to cause the
safety function to fail.

Safety Category Safety Integrity Level - SIL | Short Description System Behavior
(according to EN 954-1) (according to IEC 61508-2)
4 3 Safety related parts must be designed so that individual Information:

The safety function remains active when an error
occurs. Errors are recognized in time to prevent the
safety function from failing.

Table 126: Safety category overview (cont.)

Selecting the suitable safety category must be done separately for each ACOPOS servo drive (or for each shaft) based on
a risk evaluation. This risk evaluation is a part of the total risk evaluation for the machine.

The following risk graph (according to EN 954-1, Appendix B) provides a simplified procedure for risk evaluation:

Starting point for the
risk evaluation of the
safety related parts
of the controller

B,1to4

O

o——

|

(according to IEC 954-1)

Safety Category

1|2|3|4

Safety Integrity Level - SIL
(according to IEC 61508-2)

1|1|2|3

|
St o
P1
°
Fi
P2
s2
P1
F2
P2

® O OO
® ® OO

e ® 0 O
e o @ O
e o ¢ O

Safety categories for safety related parts of controllers

Preferred categories

Possible categories which require extra measures

Measure which may be over-dimensioned with regard to the actual risk

Figure 57: Risk graph according to EN 954-1, Appendix B

Begin at the starting point shown and follow the parameters S, F and P to the safety category to be used.

Parameter S ... Seriousness of injury

S1 Light (usually reversible) injury.
S2 Serious (usually irreversible) injury.

Parameter F ... Frequency and/or duration of the danger exposure
F1 Seldom to slightly more frequent and/or short exposure duration.
F2 Frequent to continuous and/or long exposure duration.

Parameter P ... Possibility to prevent danger

P1 Possible under some conditions.
P2 Nearly impossible.

Table 127: Parameters S, F and P lead you to the safety category to be used
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Restart inhibit according to EN 1037/04.96 (Safety of machinery - prevention of unexpected start-up)

Keeping a machine in an idle state when people are working in the danger zone is one of the most important requirements
for safe operation of machines.

Starting refers to the transition of a machine or its parts from an idle state to moving state. Any start is unexpected if it is
caused by:

e A start command sent because of a controller failure or because of external influences on the controller.

* A start command sent because of incorrect operation of a start element or another part of the machine.

* Restoration of power supply after an interruption.

* External/internal influences on parts of the machine.

To prevent unexpected starting of machines or parts of machines, power should be removed and dissipated. If this is not
practical (e.g. frequent, short work in danger zone), other measures must be taken:

¢ Measures to prevent random start commands.
* Measures to prevent that random start commands cause unexpected starting.

* Measures to automatically stop dangerous parts of the machine before a dangerous situation can be caused by
unexpected starting.
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